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Abstract
This study investigates the alternate block shear (ABS) failure in bolted flange plate (BFP) and double Tee moment con-
nections. ABS, not yet included in the AISC 358 specifications, is a failure mode that combines full tensile fracture in the 
beam flange with shear failure in the beam web. After validation with experimental results, finite element (FE) models are 
developed to examine ABS failure in BFP and double Tee moment connections. The dimensionless ratio of connection 
length to beam depth ratio is considered the major parameter for identifying the governing failure mode. Experimental results 
available in the literature and FE results conducted in this study are compared with existing strength models to investigate 
their prediction capabilities. A proposed methodology is presented through a stiffness based model to predict the failure 
path and mode. Adding the ABS failure check to the current US building standards is recommended to ensure a safe design.

Keywords  Alternate block shear · Bolted flange plate · Double Tee · Design · Stiffness model

1  Introduction

Block shear failure is defined in the AISC specifications 
(AISC 2016a) as a combination of tensile rupture on one 
plane and shear failure (rupture or yielding) on a transverse 
plane. All cases of block shear failure are presented in the 
AISC specifications (AISC 2016a), but none of those cases 
consider the alternate block shear (ABS) failure. ABS is 
similar to block shear failure, except that the shear failure 
propagates throughout the beam web towards the beam 
edge (known for alternate or atypical). This type of failure 
might occur in steel moment connections having deep beams 
and thick plate connections. During a seismic event, BFP 
and double Tee moment connections undergo significant 
moment demands that develop large tensile and compressive 
forces in the beam end connections and flanges. Therefore, 
the design of such moment connections requires deep beams 
and thick plate connections to sustain the large moment 
demands. In such conditions, ABS might be a potential fail-
ure mode in the beams associated with BFP and double Tee 

moment connections. In fact, ANSI/AISC 358-16 (2016b) 
explicitly states that ABS failure needs not to be checked 
for the BFP and double Tee connections, since shear bolts 
are designed to fail prior to net section fracture (NSF) in 
the beam flange. However, due to the high moment demand 
in special moment resisting frames, thick flange plate and 
Tee stem, and large shear bolts might be needed. That is, 
NSF in beam flange might occur prior to shear bolt failure. 
Furthermore, it is known that block shear failure consists of 
two shear planes in the beam flange while ABS failure con-
sists of one shear plane in the beam web. Knowing that the 
beam web thickness is usually smaller than the beam flange 
thickness, ABS failure might have a lower capacity than the 
block shear failure. Thus, it is essential to investigate the 
ABS failure in BFP and double Tee moment connections.

Experimental and analytical studies were developed in 
the last few years to investigate ABS failure in structural 
Tee connections. Epstein and McGinnis (2000) developed 
a series of FE models to reproduce the experimental tests 
of structural Tee connections (Epstein and McGinnis 
2000). The results showed that the FE simulations were 
in good agreement with the experimental tests and were 
capable to predict the governing failure modes. Also, 
Epstein and Stamberg (2002) conducted an extensive 
experimental program on structural Tee connections. Dif-
ferent parameters were incorporated in these tests such 
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as beam depth, eccentricity, connection length, spacing 
between bolts, and number of bolts. Note that the con-
nection length depends on spacing between bolts and/
or number of bolts. It was concluded that, as the beam 
depth increases, the failure mode is controlled by ABS. 
Similarly, as the connection length decreases, the failure 
mode is controlled by ABS. That is, both beam depth and 
connection length have been reported in the literature as 
major behavioral parameters that impact the ABS phe-
nomenon in structural Tee connections. Also, no existing 
strength model is yet available in the AISC specifications 
(AISC 2016a) and in the ANSI/AISC 358 (2016b). The 
failure mechanism of ABS which is similar to block shear 
failure has an alternate shear failure path in the beam web 
as shown in Fig. 1. Therefore, Epstein (1996) provided a 
few adjustments on the block shear equations available 
in the AISC specifications (AISC 2016a) and proposed 
a strength model that predicts the ABS failure capacity 
for the structural Tee connections (Epstein and McGinnis 
2000; Epstein and Stamberg 2002). Moreover, Driver et al. 
(2006) and Cai and Driver (2010) proposed a unified equa-
tion that was recommended to be used for all block shear 
failures, regardless of whether the failure paths are classi-
cal (block shear) or atypical (ABS). This equation showed 

good agreement when compared with experimental tests 
(angles, gusset plates, coped beams and tees).

All aforementioned studies did not take into considera-
tion the ABS phenomenon that might occur in steel moment 
connections associated with deep beams and thick plate con-
nections. Investigating the ABS failure is necessary since it 
might be one of the failure modes that might occur in BFP 
and double Tee moment connections. The design approach 
of such moment connections follows the guidelines available 
in the ANSI/AISC 358 (2016b). However, the ABS failure 
has never been taken into consideration as a design check. 
Therefore, FE models are developed in this study to inves-
tigate the ABS failure on a series of designed BFP (Sato 
et al. 2008) and double Tee moment connections (Hantouche 
2011; Hantouche and Jaffal 2016).

The objective of this paper is to provide a method-
ology in predicting the ABS failure in BFP and double 
Tee moment connections. First, FE simulations are con-
ducted to validate the experimental results available in 
the literature (Epstein and McGinnis 2000). Then, the 
same FE modeling technique is used to examine the ABS 
failure in steel moment connections (BFP and double 
Tee). In addition, an extensive parametric study is con-
ducted by varying the beam depth and the connection 

Fig. 1   Typical alternate block 
shear failure path in W beam 
section in steel moment con-
nection

Tension planes
(Full tensile fracture)

Beam Plate or T-Stem

Alternate shear planes
(Shear rupture/yielding)

Beam Plate or T-Stem
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length. A dimensionless parameter (connection length 
to beam depth ratio) is established to classify the gov-
erning failure mode (ABS, NSF, or a combination of 
ABS and NSF). Moreover, the existing strength models 
that account for the ABS failure are compared with the 
experimental results available in the literature and the FE 
results conducted in this study to demonstrate their pre-
diction capabilities. To predict the failure path (ABS or 
NSF), a stiffness based model that characterizes the force 
displacement response of BFP and double Tee moment 
connection is developed. The proposed stiffness based 
model is able to predict the governing failure mode based 
on the dimensionless ratio (connection length to beam 
depth ratio) for moment connections associated with deep 
beams ranging between W24 and W36.

2 � Finite Element Modeling

2.1 � Validation of Structural Tee Connections

The FE models are developed to reproduce the struc-
tural Tee connections available in Epstein and McGinnis 
(2000). The results of the structural Tee connections are 
compared with those obtained from the experimental pro-
gram and FE results performed by Epstein and McGinnis 
(2000) as shown in Table 1.

2.1.1 � Development of FE Models

An overall view of the FE model developed in this study 
using ABAQUS is shown in Fig. 2. Details of the geometri-
cal dimensions and the material properties of the connec-
tions can be found in Epstein and McGinnis (2000). Further 
details of this analysis are available in the following section.

2.1.2 � Boundary Conditions

All the specimens are loaded into two steps. The first step 
applies a pretension force in the shear bolts. The pretension-
ing is assigned by subjecting a pressure on the head of the 
bolts equivalent to the minimum required pretension force 
specified in the AISC specifications (AISC 2016a). The sec-
ond step applies a displacement on the tip surface of the 
beam in Z direction as shown in Fig. 2.

Throughout the analysis, boundary conditions are applied 
on different elements of the structural Tee connection as 
shown in Fig. 2. During the first step, the shear bolts are 
restrained against any translaltion to ensure the contact 
between the bolt nut and the bolt head, and the steel base 
material. During the second step, only the boundary condi-
tion on the beam plate surface is kept active.

2.1.3 � Model Discretization

All the connection components were meshed with eight node 
brick elements with reduced integration technique (C3D8-
R). The mesh configuration of the model is shown in Fig. 2. 

Table 1   Experimental results (Epstein and McGinnis 2000), FE results (Epstein and McGinnis 2000), and the developed FE results of WT4 × 9 s 
by varying the beam depth

a The tabulated data correspond to the experimental and FE results available in Epstein and McGinnis (2000)
b The specimen began to fail along ABS before NSF took place as described in Epstein and McGinnis (2000)
c Not available
d Failure load of each specimen is divided by the one resulted from WT4 × 9

Series I 
sectionsa

Beam depth 
(d) mm (in.)

Tests failure 
modea

Tests failure 
loada kN 
(kips)

FE failure 
modea

Normalized 
FE failure 
loadd

FE failure 
mode

FE failure load 
kN (kips)

Normalized 
failure load

WT4 × 9 − 1 88 (3) NSF 592.0 (133.1) NSF 0.982 NSF 525.9 (118.0) 0.956
WT4 × 9 103 (4) NSF 608.5 (136.8) NSF 1.000 NSF 548.9 (123.4) 1.000
WT4 × 9 + 1 127 (5) ABS-NSFb 617.0 (138.7) ABS-NSF 1.023 ABS-NSF 564.0 (126.8) 1.028
WT4 × 9 + 2 152 (6) ABS 612.0 (137.6) ABS 1.046 ABS 577.8 (129.9) 1.052
WT4 × 9 + 3 178 (7) ABS NAc ABS 1.063 ABS 581.4 (130.7) 1.059
WT4 × 9 + 4 203 (8) ABS NA ABS 1.070 ABS 582.7 (131.0) 1.062
WT4 × 9 + 5 229 (9) ABS NA ABS 1.076 ABS 583.1 (131.1) 1.062
WT4 × 9 + 6 254 (10) ABS NA ABS 1.079 ABS 583.6 (131.2) 1.063
WT4 × 9 + 7 279 (11) ABS NA ABS 1.079 ABS 583.6 (131.2) 1.063
WT4 × 9 + 8 305 (12) ABS NA ABS 1.080 ABS 584.5 (131.4) 1.064
WT4 × 9 + 11 381 (15) ABS NA ABS 1.083 ABS 585.0 (131.5) 1.065
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To improve the accuracy of predictions, a fine mesh was 
used for the whole connection region. Moreover, a mapped 
mesh technique was used around the bolt holes to account 
for stress concentrations and to discretize bolts and their 
surrounding areas. The contact surfaces are modeled using 
the surface-to-surface sliding with a coefficient of friction 
of 0.25. The finite sliding permits sliding separation, and 
rotation of the contact surfaces.

2.1.4 � FE Predictions Versus Existing FE Simulations 
and Experimental Results

FE models are developed to predict the governing failure 
modes of the structural Tee connections and are validated 
against the experimental and FE results available in Epstein 
and McGinnis (2000). The failure is classified as ABS when 
the shear failure propagates toward the beam web edge with 
a simultaneous full tensile fracture of the entire beam flange. 
The shear failure in the beam web is a combination of shear 
yielding and shear fracture. Also, NSF is considered when 
the tensile fracture propagates along the entire beam cross 
section.

The capability of the ABAQUS model to predict the ABS 
failure is validated against the experimental and FE results 
(Epstein and McGinnis 2000). Figure 3 shows the normalized 
FE failure load versus the beam depth. The normalized failure 
load is calculated by dividing the failure load of each specimen 
by the one resulting from WT4 × 9 (Epstein and McGinnis 

2000). The FE results conducted in this study show a good 
agreement with the results presented in Epstein and McGinnis 
(2000). FE models predict well the failure load and the failure 
mode of the specimens when compared with the experimental 
results as shown in Table 1. Both FE and experimental results 
show that as the beam depth increases, the governing failure 
mode is ABS. The beam depth is considered one of the major 
parameters that impact the governing failure mode in struc-
tural Tee connections. Moreover, once the governing failure 
mode is ABS, the increase in the beam depth has no effect on 
the failure load capacity (see Fig. 3). Moreover, both FE and 
experimental results show the same transition depth where the 
failure changes from NSF to ABS (combination of ABS and 
NSF) as illustrated in Table 1 and Fig. 3. This failure starts as 
ABS failure and changes to NSF as described in Epstein and 
McGinnis (2000). Figure 4a, b show the von Mises contour 
of WT4 × 9 + 1 (combination of ABS and NSF failure) and 
WT4 × 9 + 2 (ABS failure), respectively. Thus, the same FE 
modeling technique can be used to examine the ABS failure in 
steel moment connection such as BFP and double Tee moment 
connections.

Fig. 2   Structural Tee connec-
tion details in FE model

All nodes on the surface of the 
beam-plate are fixed against 
translation and rotation

Displacement is applied at the 
surface of the beam in the Z 
direction

Nodes at the middle surface of shear 
shanks are fixed against any translation in 
the pretension step only
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2.2 � Alternate Block Shear in Bolted Flange Plate 
and Double Tee Connections

2.2.1 � Development of FE Models

Considering the steel moment connections available in the 
literature (Sato et al. 2008; Hantouche 2011; Hantouche and 
Jaffal 2016), six FE models are developed to investigate the 
ABS failure in BFP and double Tee moment connections 
having deep beams ranging from W24 to W36 and thick 
plate connections (see Table 2). The same modeling tech-
nique described in the previous section is used to model 

those connections (BFP and double Tee). An overall view 
of a typical FE model of steel moment connection used in 
this study is shown in Fig. 5.

2.2.2 � Geometry of Connection Components

The six specimens (BFP and double Tee connections) are 
associated with deep beams W30 × 108 connected to 38 mm 
(1.5 in.) thick plate with 7 bolts/row (BFP-1), W30 × 148 
connected to 44 mm (1.75 in.) thick plate with 11 bolts/row 
(BFP-2), W36 × 150 connected to 44 mm (1.75 in.) thick 
plate with 10 bolts/row (BFP-3), W30 × 108 connected 
to 32 mm (1.25 in.) thick plate with 9 bolts/row (TEE-1), 
W24 × 76 connected to 22 mm (0.875 in.) thick plate with 
8 bolts/row (TEE-2), and W36 × 150 connected to 38 mm 
(1.5 in.) thick plate with 8 bolts/row (TEE-3). Details of 
the connections configuration and dimensions for both 
BFP and double Tee connections are found in Sato et al. 
(2008), Hantouche (2011) and Hantouche and Jaffal (2016), 
respectively).

2.2.3 � Material Properties

An idealized bilinear stress–strain relationship is used for 
all steel materials. The mechanical properties for BFP com-
ponents used in ABAQUS are based on the work done by 
Sato et al. (2008). A992 for the beams with yield stress 
Fy = 393 MPa (57 ksi) and strain εpy = 0 and ultimate stress 
Fu = 517 MPa (75 ksi) and strain εpu = 0.15, and A572-50 
for the thick plates with yield stress Fy = 420 MPa (61 ksi) 
and strain εpy = 0 and ultimate stress Fu = 580 MPa (84.1 ksi) 
and strain εpu = 0.15.

The mechanical properties for double Tee components 
used in ABAQUS are based on the work done by Han-
touche (2011) and Hantouche and Jaffal (2016). A992 for 
the beams with yield stress Fy = 385 MPa (55 ksi) and strain 
εpy = 0 and ultimate stress Fu = 500 MPa (71.5 ksi) and strain 
εpu = 0.15, and A572-50 for the thick plates with yield stress 

Fig. 3   Normalized FE failure 
loads versus beam depth: 
results of the developed FE 
versus existing FE (Epstein and 
McGinnis 2000)

0.9
0.92
0.94
0.96
0.98

1
1.02
1.04
1.06
1.08
1.1

0 50 100 150 200 250 300 350 400 450
N

or
m

al
iz

ed
 F

E 
fa

ilu
re

 lo
ad

Beam depth (mm)

ABAQUS FE results

ABS-NSFNSF ABS

Transition depth

FE results (Epstein and McGinnis, 2000)

Fig. 4   von Mises contour of a WT4 × 9 + 1 and b WT4 × 9 + 2



1322	 International Journal of Steel Structures (2019) 19(4):1317–1330

1 3

Fy = 385 MPa (55 ksi) and strain εpy = 0 and ultimate stress 
Fu = 500 MPa (71.5 ksi) and strain εpu = 0.15.

2.2.4 � FE Results

Figure 6a–f show the von Mises stress contours for the 
beams used in the moment connections. Thus, failure is 
dictated by the first component yielding. The failure modes 
results for all the specimens are presented in Table 2. The FE 

results for all the specimens showed that the failure modes 
initiated in the beams. Note that most of the specimens 
showed a web local buckling before failure occurs. The web 
local buckling was also observed in the experimental results 
of the structural Tees (Epstein and Stamberg 2002).

The FE results show the three different failure modes that 
might govern the behavior of moment connections (ABS, 
NSF, and a combination of ABS and NSF). BFP-1 and 
TEE-3 failed by ABS as shown in Fig. 6a, b, respectively. It 

Table 2   Summary of the failure modes of BFP and double Tee moment connections, and the parametric study results

Specimen name Beam section Beam depth (d) 
mm (in.)

Connection length 
(l) mm (in.)

Plate thickness 
(tp) mm (in.)

von Mises failure mode Ratio (1/d)

BFP-1 W30 × 108 757 (29.8) 457 (18) 38 (1–1/2) ABS in beam 0.604
BFP-1-B8 W30 × 108 757 (29.8) 533 (21) 38 (1–1/2) ABS in beam 0.705
BFP-1-B9 W30 × 108 757 (29.8) 610 (24) 38 (1–1/2) ABS-NSF in beam 0.805
BFP-1-B10 W30 × 108 757 (29.8) 686 (27) 38 (1–1/2) NSF in beam 0.906
BFP-2 W30 × 148 780 (30.7) 732 (30) 44 (1–3/4) NSF in beam 0.977
BFP-3 W36 × 150 780 (35.9) 686 (27) 44 (1–3/4) ABS-NSF in beam 0.752
BFP-3-D30 W36 × 150 762 (30) 686 (27) 44 (1–3/4) NSF in beam 0.900
BFP-3-D40 W36 × 150 1016 (40) 686 (27) 44 (1–3/4) ABS in beam 0.675
TEE-1 W30 × 108 757 (29.8) 610 (24) 32 (1–1/4) ABS-NSF in beam 0.805
TEE-1-D25 W30 × 108 635 (25) 610 (24) 32 (1–1/4) NSF in beam 0.960
TEE-1-D35 W30 × 108 889 (35) 610 (24) 32 (1–1/4) ABS in beam 0.686
TEE-2 W24 × 76 607 (23.9) 533 (21) 22 (7/8) NSF in beam 0.879
TEE-2-B7 W24 × 76 607 (23.9) 457 (18) 32 (1–1/4) ABS-NSF in beam 0.753
TEE-2-B6 W24 × 76 607 (23.9) 381 (15) 32 (1–1/4) ABS in beam 0.628
TEE-3 W36 × 150 912 (35.9) 667 (26.25) 38 (1–1/2) ABS in beam 0.731

All nodes on the surface of the 
beam-plate are fixed against 
translation and rotation

Displacement is applied 
at the surface of the beam 
in the Z direction

Nodes at the middle surface of shear 
shanks are fixed against any translation in 
the pretension step only

Beam Plate or T-Stem

Beam Plate or T-Stem

Fig. 5   Typical FE model of steel moment connection (BFP or double Tee)
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was observed that the failure initiates by a tensile fracture 
in the beam flange followed by a shear failure path in the 
beam web. BFP-2 and TEE-2 specimens failed by NSF as 
shown in Fig. 6c, d, respectively. It was observed that the 
beams examined a full tensile fracture along the entire beam 
section, propagating from the top beam flange toward the 
bottom beam flange. BFP-3 and TEE-1 specimens failed by a 

combination of ABS and NSF as shown in Fig. 6e, f, respec-
tively. It was observed that the failure started in the beams 
as ABS failure and then changed to NSF. Figure 7 shows the 
force displacement characteristic curves for the six speci-
mens. Figure 7a, b show the force displacement curve of the 
specimens that failed in ABS (BFP-1 and TEE-3). Figure 7c, 
d show the ones that failed in NSF (BFP-2 and TEE-2). And, 

Fig. 6   Failure mode of a BFP-1, b TEE-3, c BFP-2, d TEE-2, e BFP-3 and f TEE-1
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Fig. 7e, f show the ones that failed in combination of ABS 
and NSF (BFP-3 and TEE-1).

Table 2 shows the failure modes of BFP and double Tee 
moment connections using FE models. For instance, for 
beam depth of 762 mm (30 in.) the FE results show that 
ABS and NSF governed the behavior of BFP-1 and BFP-2, 
respectively. This indicates that for both moment connec-
tions having the same beam depth, the failure mode changes 
from ABS to NSF when increasing the connection length. 
Note that, the connection length is the total spacing between 
the shear bolts. On the other hand, TEE-2 have a connec-
tion length of 533 mm (21 in.) and a beam depth of 607 mm 
(23.9 in.) failed in NSF, and TEE-3 have a connection 
length of 667 mm (26.25 in.) and beam depth of 912 mm 
(35.9 in.) failed in ABS. This indicates that for the moment 

connections having large connection length, the failure mode 
changes from NSF to ABS due to the increase in the beam 
depth. Consequently, this shows that beam depth and con-
nection length are considered the key parameters in deter-
mining the type of failure of beams in moment connection.

3 � Parametric Study

The main purpose of this parametric study is to gain addi-
tional understanding of the key parameters that impact the 
behavior of ABS in BFP and double Tee moment connec-
tions. Key parameters including the connection length and 
the beam depth are examined. The performed parametric 
study covers the range of possible beam depths (W24 to 

Fig. 7   Force displacement of 
a BFP-1, b TEE-3, c BFP-2, d 
TEE-2, e BFP-3, and f TEE-1
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W36) and associated connection length required by ANSI/
AISC 358 (2016b) for use in BFP and double Tee moment 
connections. Note that, the steel material properties are not 
varied, since deep beams associated in moment connections 
are limited to A992 only as per ANSI/AISC 358 (2016b). A 
dimensionless ratio (connection length to beam depth ratio) 
is used to classify the beam failure mode. A summary for 
all the FE results of this parametric study is presented in 
Table 2, showing the specimens configurations, the failure 
modes, and the connection length to beam depth ratio (1/d).

3.1 � Connection Length and Beam Depth

A study on the effect of connection length and beam depth 
on BFP and double Tee moment connections behavior is 
performed. The connection length is varied by whether 
increasing or decreasing the number of shear bolts in the 

connections. BFP-1 and TEE-2 are selected for the analyses 
as shown in Table 2. For BFP-1, the number of shear bolts is 
increased from 7 to 10 bolts per row. For TEE-2, the number 
of shear bolts is decreased from 8 to 6 bolts per row. The 
FE results show that the connection length has a significant 
effect on the ABS behavior of BFP and double Tee moment 
connection. It can be concluded that as the connection length 
decreases, the failure mode is controlled by ABS.

The beam depth is varied by whether increasing or 
decreasing the beam depth in the connections. BFP-3 and 
TEE-1 are selected for the analyses as shown in Table 3. For 
BFP-3, the beam depth is changed from 912 mm (35.9 in.) 
to 762 mm (30 in.) and 1016 mm (40 in.). For TEE-1, the 
beam depth is changed from 757 mm (29.8 in.) to 635 mm 
(25 in.) and 889 mm (35 in.). The results show that the beam 
depth has a significant effect on the ABS behavior in BFP 
and double Tee moment connections. It can be concluded 

Table 3   Failure load capacity of the tested Tees and the moment connections that failed under ABS using existing strength models

a The series of experimental tests correspond to the ones available in Epstein and Stamberg (2002)
b The unified strength model corresponds to the one available in Driver et al. (2006) and Cai and Driver (2010)
c Epstein strength model corresponds to the one available in Epstein (1996)

Specimen name Test results Unified strength modelb Epstein strength modelc

Failure mode Failure load kN (kips) Capacity load kN (kips) Test-to-
predicted 
(T/P)

Capacity load kN (kips) Test-to-
predicted 
(T/P)

Seriesa

 E1 ABS 388 (87.3) 350 (78.7) 1.11 334 (75.2) 1.16
 E1/C1 ABS 379 (85.1) 350 (78.7) 1.08 334 (75.2) 1.13
 E1/C2 ABS 363 (81.7) 350 (78.7) 1.04 334 (75.2) 1.09
 E1/C3 ABS 386 (86.8) 350 (78.7) 1.10 334 (75.2) 1.15
 E2 ABS 431 (97.0) 383 (86.1) 1.13 437 (98.2) 0.99
 E5/C8 ABS 398 (89.5) 401 (90.2) 0.99 381 (85.7) 1.04
 E5/C8 ABS 415 (93.3) 401 (90.2) 1.03 381 (85.7) 1.09
 E5/C8 ABS 416 (93.6) 401 (90.2) 1.04 381 (85.7) 1.09
 E5 ABS 409 (91.9) 401 (90.2) 1.02 381 (85.7) 1.07
 E5 ABS 408 (91.7) 401 (90.2) 1.02 381 (85.7) 1.07
 E5 ABS 405 (91.1) 401 (90.2) 1.01 381 (85.7) 1.06
 E5 ABS 390 (87.6) 401 (90.2) 0.97 381 (85.7) 1.02
 C8 ABS 490 (110.1) 509 (114.4) 0.96 496 (111.6) 0.99
 E6 ABS 601 (135.1) 450 (101.2) 1.34 417 (93.8) 1.44

FE models
 BFP-1 ABS 7993 (1797.0) 8256 (1856.0) 0.97 7879 (1771.3) 0.99
 TEE-2-B6 ABS 54,801 (1232.1) 5567 (1251.5) 0.98 5333 (1198.8) 1.02
 BFP-3-D40 ABS 12,289 (2762.7) 12,588 (2830.0) 0.98 12,068 (2713.1) 1.02
 TEE-1-D35 ABS 8779 (1973.7) 8953 (2012.7) 0.98 8509 (1913) 1.03
 TEE-3-B7 ABS 10,865 (2442.5) 10,994 (2471.6) 0.99 10,510 (2362.8) 1.03
 Mean test-to-predicted 

(T/P)
1.038 1.077

 Mean coefficient of vari-
ation (COV)

0.0864 0.099
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that as the beam depth increases, the failure mode is con-
trolled by ABS.

The results of this study demonstrate that both beam 
depth and connection length are the major behavioral param-
eters that impact the ABS failure in BFP and double Tee 
moment connections. These results confirm the conclusions 
provided by Epstein and McGinnis (2000) and Epstein and 
Stamberg (2002).

3.2 � Connection Length to Beam Depth Ratio

The connection length to beam depth ratio (1/d) is computed 
for each case to identify the corresponding governing failure 
mode as shown in Table 2. As a result, ABS is the governing 
failure mode for a ratio (1/d) less than 0.731, whereas NSF 
is the governing failure mode for a ratio (1/d) larger than 
0.879, and a combination of ABS and NSF is the governing 
failure mode for a ratio (1/d) between 0.731 and 0.879. The 
connection length to beam depth ratio could be used as a 
guideline to predict the governing failure mode (ABS, NSF, 
or combination of ABS and NSF) of BFP and double Tee 
moment connections associated with deep beams ranging 
from W24 to W36.

4 � Existing Strength Models for ABS Failure

A strength model that predicts the ABS load capacity can 
be used as a design check when designing BFP and double 
Tee moment connections. The US building standards did 
not yet incorporate strength check for the ABS failure mode. 
The purpose of this section is to evaluate the capability of 
existing strength models in prediction of the ABS failure. 
Existing strength models developed by Epstein (1996), 
Driver et al. (2006) and Cai and Driver (2010) are compared 
with the experimental results of structural Tee connections 
(Epstein and Stamberg 2002) and the FE results of BFP and 
double Tee moment connections.

The strength model developed by Epstein (1996) is taken 
as the lesser of the following two equations: 

where Agv is the beam gross shear area, Anv is the beam 
net shear area, Agt is the beam gross tension area, Ant is the 
beam net tension area, Fy is the steel yield stress, and Fu is 
the steel ultimate stress.

The work performed by Epstein (1996) provided adjust-
ments on the shear area and the tension area of the block 
shear equation available in the AISC specifications (AISC 
2016a). The areas necessary for the calculation of ABS 
capacity are modified as follow:

(1a)Rn = lesser of 0.6FyAgv + FuAnt

(1b)Rn = lesser of 0.6FyAnv + FuAgt

where l is the total length of the spacing between the bolts 
(connection length), e is the beam edge distance, tw is the 
beam web thickness, Ag is the beam gross area, d is the beam 
depth, k is the fillet distance, db is the bolt diameter, and 
tf is the beam flange thickness.Another strength model is 
developed by Driver et al. (2006) and Cai and Driver (2010) 
to predict the ABS capacity. This strength model (unified 
equation) is given by:

where Rt and Rv are the mean stress correction factors of 
tension area and shear area, respectively.

The unified strength model takes into account that the 
rupture of the tension plane takes place on the net area. 
The shear stress is taken as the average of the shear yield 
and ultimate stresses, since the capacity can exceed the 
shear yielding (Driver et al. 2006).

For the case of BFP and double Tee moment connec-
tions, all the equations above remain the same except for 
Eqs. (2a) and (2b) that become as follows, respectively: 

A modification of Eqs. (4a) and (4b) is applied where a coef-
ficient of “2” is added in both equations to represent the two 
shear planes and the two tensile planes (W beams sections). 
Table 3 shows the results of the strength model proposed 
by Epstein (1996) and the unified strength model (Driver 
et al. 2006 and Cai and Driver 2010). The most accurate 
strength model needs to have a mean test-to-predicted (T/P) 
ratio close to 1.0, and a small coefficient of variation (COV). 
The test-to-predicted ratio is calculated by dividing the fail-
ure load provided from the experimental tests (Epstein and 
Stamberg 2002) by the capacities resulting from the existing 
strength models. Also this applies to the FE results con-
ducted in this study where the FE failure load is divided by 
the capacities resulting from the existing strength models 
(see Table 3). It can be seen that the unified strength model 
has a mean test-to-predicted ratios with the closest value to 
1.0, and has the smallest coefficient of variation. This indi-
cates that the unified strength model (Driver et al. 2006; Cai 
and Driver 2010) is accurate in predicting the ABS capac-
ity when occurring in the structural Tee connection and in 

(2a)Agv = Anv = (l + e)tw

(2b)Agt = Ag − (d − k)tw

(2c)Ant = Agt − 2
(

db +
1

16

)

tf

(3)Rn = RtAntFu + RvAgv

�

Fy + Fu

2
√

3

�

(4a)Agv = Anv = 2(l + e)tw

(4b)Agt = Ag − (d − 2k)tw



1327International Journal of Steel Structures (2019) 19(4):1317–1330	

1 3

beams associated with steel moment connections (BFP and 
double Tee).

The main conclusion that can be drawn from the results 
presented in Table 3 is that the unified strength model pro-
vides more accurate results than the one provided by Epstein 
(1996) in predicting the ABS failure load. That is, ABS 
failure is a combination of full tensile fracture in the beam 
flange and a combination of shear yielding and rupture in 
the beam web. This failure criteria is predicted by the unified 
strength equation provided in Driver et al. (2006). Therefore, 
this strength model can be used to accurately predict the 
ABS capacity in BFP and double Tee moment connections.

5 � Stiffness Model

The purpose of developing the stiffness based model is to 
determine the failure path and the governing failure mode 
(ABS or NSF) in BFP and double Tee moment connections. 
The proposed model is applicable to A992 steel material and 
W24 to W36 beam sections as they represent the material and 
beam sections required by the ANSI/AISC 358 (2016b) for 
use in BFP and double Tee moment connections. The stiff-
ness based model is able to predict the force displacement 
characteristics of those moment connections when subjected 
to tension loading. The proposed stiffness model consists of a 

series of multi-linear springs that are combined together either 
in series or in parallel to account for the stiffness of each com-
ponent in the connections. The assembly of theses springs are 
illustrated in Fig. 8. The proposed stiffness model is able to 
predict both the elastic and the plastic stages of the connec-
tions. Also, the proposed model is able to account for the force 
displacement when either ABS or NSF is the governing failure 
mode. ABS is the governing failure mode when 1/d < 0.731 
and NSF is the governing failure mode when 1/d > 0.879. BFP-
1, BFP-2, and BFP-3-B40 are selected for the analyses. The 
stiffness components of the connections include bolts in shear, 
beam flange and plate in bearing, web in shear, and web in 
tension as shown in Fig. 8.

5.1 � Component Stiffness

5.1.1 � Bolts in Shear

The bolt in shear stiffness, K1 is defined as per (Wuwer et al. 
2012):

(5)K1 = 8d2
b

Fub

dM16

1

1

2 2

3

4

Or

1

1

2 2 Kp

Plate-Beam flange

Plate-Beam flange

Beam web

Kp

KABS

Kp

3

KNSF

Kp

4

Stiffnesses assembly

Fig. 8   Stiffness model components
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where Fub is the ultimate strength of the bolt, and dM16 is the 
nominal diameter of a M16 bolt. Note that, K1 is the stiffness 
of one bolt per row.

5.1.2 � Plate and Beam Flange in Bearing

The plate in bearing stiffness, and the beam flange in bearing 
stiffness, K2 are defined as per (Wuwer et al. 2012):

where Kb is the minimum of Kb1 and Kb2

where eb is the edge distance parallel to load transfer, and 
pb is the pitch distance parallel to load transfer (spacing 
between bolts).

kt is taken as the lesser of the two following equations: 

where t  is the beam flange thickness “ tf ” and/or the thick-
ness of the plate/T-stem “ tp ” when computing for the bear-
ing stiffness, K2 of the beam flange and/or the plate/T-stem, 
respectively.

5.1.3 � Web in Shear

The web in shear stiffness, K3 is defined as per the Eurocode 3 
(European Committee for standardization CEN 2005):

where β is the transformation parameter as defined in the 
Eurocode 3 (European Committee for standardization CEN 
2005), dw is the beam web depth, Avw is the shear area in the 
web, and E is the Young modulus of elasticity.

5.1.4 � Web in Tension

The web in tension stiffness, K4 is defined as per the Eurocode 
3 (European Committee for standardization CEN 2005):

(6)K2 = 12KbKtdbFu

(7a)Kb1 =
0.25eb

db
+ 0.5 ≤ 1.25

(7b)Kb2 =
0.25pb

db
+ 0.375 ≤ 1.25

(8a)kt = lesser of
1.5t

dM16

(8b)kt = lesser of 2.5

(9)K3 =
0.38Avw

βdw
E

(10)K4 =
0.7dwtw

l
E.

5.2 � Equivalent Connection Stiffness

The equivalent stiffnesses of BFP, KABS and KNSF , are 
defined by assembling the stiffness of each component as 
presented in Fig. 8. KABS is the equivalent stiffness of the 
connections when ABS is the governing failure mode and 
consists of two parallel springs Kp and K3 . KNSF is the equiv-
alent stiffness of the connection when NSF is the governing 
failure mode and consists of two parallel springs Kp and K4 . 
Note that, Kp is developed by assembling the component 
stiffnesses of the plate- beam flange based on the work done 
by Wuwer et al. (2012) (see Fig. 8). The equivalent stiffness, 
Kp of a single bolt-row can be expressed:

The equivalent stiffness, KABS of BFP can be written as 
follows:

where nb is the number of shear bolts per row.The equivalent 
stiffness, KNSF of BFP can be expressed as follows:

5.3 � Limit States and Failure Modes

The capacity of each spring component is incorporated in 
the stiffness model by calculating all limit states and pos-
sible failure modes in BFP connections. This includes bolt 
slip, bolt shear strength, plate bearing resistance, block 
shear rupture, NSF, and ABS failure. ABS capacity is cal-
culated based on the unified equation (Driver et al. 2006) 
and the remaining failure modes are calculated based on 
the equations available in the AISC specifications (AISC 
2016a). The failure point on the curve is computed when 
the moment connection reaches the maximum load capacity 
that can sustain. In this study, the governing failure modes 
are either ABS or NSF. When the ABS yielding capacity of 
the connection is reached, the post-yielding stiffness, Kp,ABS 
is expressed by:

where ε, is the plastic strain of the beam base material.
When the NSF yielding capacity of the connection is 

reached, the post-yielding stiffness, Kp,NSF is expressed by:

Moreover, the proposed model is able to predict the slip 
phase that starts when it reaches the slip resistance force 

(11)
1

Kp
=

(

1

K1

+
1

K2

+
1

K2

)

.

(12)KABS = 2nbKp + K3

(13)KNSF = 2nbKp + K4.

(14)Kp,ABS = KABS

Fu − Fy

εE

(15)Kp,NSF = KNSF

Fu − Fy

εE
.
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available in the AISC specifications (AISC 2016a) with a 
displacement,sslip that can be computed as follows:

where sslip is the horizontal distance that the bolt can freely 
slip before having contact with the bolt edge hole and dh is 
the diameter of the bolt hole. The failure point in the curve 
is reached when the force reaches the ABS capacity load or 
the NSF capacity load.

5.4 � Model Performance

The performance of the stiffness based model is validated 
against the FE results of the BFP connections. Figure 9 
shows the force displacement response of the three moment 
connections (BFP-1, BFP-2, and BFP-3-D40). It can be seen 
that the proposed model predicts the force displacement with 
excellent agreement when compared with FE results for all 
the cases presented. Moreover, the model is able to predict 

(16)sslip = 2

(

dh − db

2

)

the possible limit states, failure modes (ABS and NSF), and 
failure displacements.

6 � Summary and Conclusions

An investigation of the ABS failure in beams of BFP and 
double Tee moment connections is performed. In designing 
those moment connections, all the failure modes are needed 
to be checked including the ABS which is a potential failure 
mode that might occur especially when moment connections 
are associated with deep beams and small connection length. 
This study resulted in the following conclusions:

•	 The FE results show that the major parameters impact-
ing the ABS failure in structural Tee connections are the 
beam depth and the connection length.

•	 The FE parametric results show that the connection 
length to beam depth ratio (1/d) is the dimensionless ratio 
that predict the governing failure modes (ABS, NSF, or 
a combination of ABS and NSF) in BFP and double Tee 
moment connections.

Fig. 9   Stiffness based models 
versus FE of moment connec-
tions for a BFP-1, b BFP-2, and 
c BFP-3-D40
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•	 The unified strength model (Driver et al. 2006; Cai and 
Driver 2010) is recommended to be used in predicting 
the ABS load capacity in BFP and double Tee moment 
connections. This strength model shows excellent agree-
ment when tested against experimental results available 
in the literature and FE results conducted in this study.

•	 The proposed stiffness model is able to account for the 
governing failure mode (ABS or NSF) based on the con-
nection length to beam depth ratio (1/d). One of the main 
advantages of the proposed stiffness model is that, it is 
accurate and it needs less computational effort when 
compared to FE analysis.

This research provides engineers with design guidelines 
in predicting the ABS failure in beams associated with BFP 
and double Tee moment connections. Moreover, this study 
is a preliminary step towards including the ABS failure in 
the provisions and specifications as a potential failure mode 
that needs to be checked. For the purpose of expanding the 
experimental database in investigating the ABS failure, 
experimental tests on predicting the ABS failure in beams 
that are associated with moment connections (BFP and dou-
ble Tee) will be performed in future work. Also, the pro-
posed stiffness model needs to be validated against future 
experimental tests.

References

American Institute of Steel Construction (AISC). (2016). Specification 
for structural steel buildings. ANSI/AISC 360-16, Chicago, IL.

American Institute of Steel Construction (AISC). (2016). Prequalified 
connections for special and intermediate steel moment frames for 
seismic applications. ANSI/AISC 358-16, Chicago, IL.

Cai, Q., & Driver, R. (2010). Prediction of bolted connection capacity 
for block shear failures along atypical paths. Engineering Journal, 
47, 213–221.

Driver, R., Gordin, G., & Kulak, G. (2006). Unified block shear equa-
tion for achieving consistent reliability. Constructional Steel 
Research, 62, 210–222.

Epstein, H. (1996). Block shear of structural tees in tension-alternate 
paths. Engineering Journal, 33, 228–239.

Epstein, H., & McGinnis, M. (2000). Finite element modeling of block 
shear in structural tees. Computers & Structures, 77, 571–582.

Epstein, H., & Stamberg, H. (2002). Block shear and net section capac-
ities of structural tees in tension: Test results and code implica-
tions. Engineering Journal, 39, 228–239.

European Committee for Standardization (CEN). (2005). Eurocode 3: 
Design of steel structures—Part 1–8: Design of joints and build-
ing frames. BS EN 1993-1-8, Brussels.

Hantouche, E. (2011). Behavior of thick flange built-up T-stub connec-
tions for moment resisting frames. Cincinnati, Ohio: University 
of Cincinnati.

Hantouche, G., & Jaffal, H. (2016). Design of thick plate double-tee 
connections for seismic applications. Practice Periodical on 
Structural Design and Construction, 21(4), 04016013.

Sato, A., Newel, D., & Uang, C. (2008). Cyclic behavior and seismic 
design of bolted flange plate steel moment connections. Engineer-
ing Journal, 45, 221–232.

Wuwer, W., Zamorowski, J., & Swierczyna, S. (2012). Lap joints stiff-
ness according to Eurocode EC3 and experimental investigations 
results. Archives of civil and Mechanical Engineering, 12, 95–104.

Publisher’s Note  Springer Nature remains neutral with regard to 
jurisdictional claims in published maps and institutional affiliations.


	Methodology for Predicting the Alternate Block Shear Failure of Beams in Bolted Flange Plate and Double Tee Moment Connections
	Abstract
	1 Introduction
	2 Finite Element Modeling
	2.1 Validation of Structural Tee Connections
	2.1.1 Development of FE Models
	2.1.2 Boundary Conditions
	2.1.3 Model Discretization
	2.1.4 FE Predictions Versus Existing FE Simulations and Experimental Results

	2.2 Alternate Block Shear in Bolted Flange Plate and Double Tee Connections
	2.2.1 Development of FE Models
	2.2.2 Geometry of Connection Components
	2.2.3 Material Properties
	2.2.4 FE Results


	3 Parametric Study
	3.1 Connection Length and Beam Depth
	3.2 Connection Length to Beam Depth Ratio

	4 Existing Strength Models for ABS Failure
	5 Stiffness Model
	5.1 Component Stiffness
	5.1.1 Bolts in Shear
	5.1.2 Plate and Beam Flange in Bearing
	5.1.3 Web in Shear
	5.1.4 Web in Tension

	5.2 Equivalent Connection Stiffness
	5.3 Limit States and Failure Modes
	5.4 Model Performance

	6 Summary and Conclusions
	References




