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a b s t r a c t

Displacement ventilation (DV) system combined with a novel evaporative cooled ceiling (ECC),
Maisotsenko cycle (M-cycle), is a passive technique proposed to enhance the load removal in spaces
beyond the conventional DV limit of 40 W/m2. In this study, predictive mathematical models of the con-
ditioned space and the evaporative cooled ceiling were developed to study the performance of the inte-
grated system. The integrated DV/ECC mathematical model was validated experimentally showing good
prediction of ceiling temperature and room conditions at different space loads.
A parametric study was done in order to study the limitations of the system, where it showed better

efficiency at higher supply flow rates and lower supply air relative humidity. The validated DV/ECC sys-
tem model was applied for a typical office in the city of Beirut, where a control strategy of increasing the
supply flow rate was implemented to the DV system, while maintaining a stratification height of 1.5 m.
The integrated system is operated only when the DV system cannot attain comfort in the space anymore.
The load removal by the DV/ECC reached 50 W/m2, exceeding by 20% the maximum limit of 40 W/m2 of
the unaided DV system. Moreover, the proposed DV/ECC system resulted in 36.2% reduction in electric
energy consumption in the summer months when compared with a conventional DV and chilled ceiling
system.

� 2015 Elsevier Ltd. All rights reserved.
1. Introduction

Thermal comfort and indoor air quality are considered to be
important factors for occupants in spaces. To achieve comfort
and good air quality in indoor spaces, conventional cooling systems
consume energy [1,2]. Therefore, alternative cooling and ventila-
tion systems are sought to supply occupants with a healthy and
comfortable indoor space, but with better performance [3,4].

One of the ventilation systems that is known for its effective-
ness in providing high indoor air quality and is widely used in
office buildings is the displacement ventilation (DV) system [5].
In DV systems, indoor air quality (IAQ) is achieved through supply-
ing 100% fresh air [6], but it is constrained by a supply air temper-
ature not less than 18 �C to maintain thermal comfort and a supply
air velocity not greater than 0.2 m/s to avoid any thermal draft in
the occupied zone [7]. These two constraints, relatively high supply
air temperature and low air velocity, not only limit the application
of the DV system to low cooling loads of less than 40 W/m2 [8,9]
but also decrease the system’s energy efficiency in hot and humid
environments. This major limitation has encouraged researchers to
look for other alternatives to increase the load removal in spaces
without compromising indoor air quality and thermal comfort.
Therefore, chilled ceiling systems were introduced in order to
increase the cooling load capacity of the DV system [10]. Part of
the sensible load is removed by the chilled ceiling (CC) [11,12]
while the other part is removed by the DV system in addition to
the removal of space latent load [13]. However, the integration of
a CC with a DV system will result in added energy cost due to
the chilled ceiling and the costs associated with the constraint on
supply humidity to prevent condensation on the ceiling if exhaust
air dew point temperature is higher than the ceiling temperature.
Thus, researchers considered solar-assisted solid desiccant dehu-
midification technology to reduce supply air relative humidity of
the DV system [14–16]. However, in spite of the good efficiency
of such systems, they seem to have a high installation and mainte-
nance cost [14].

A suggested solution to overcome issues related to limited load
removal is the use of a dew point evaporative cooled ceiling that
works based on the principle of the Maisotsenko cycle (M-Cycle)
[17,18]. The evaporative cooled ceiling takes the warm air from
the space and then cools it down due to water evaporation after
absorbing the heat from it. This will result in having an air temper-
ature that approaches the dew point temperature. Then, air will be
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Nomenclature

A area (m)
CC chilled ceiling
COP coefficient of performance
Cp specific heat (J/kg K)
DV displacement ventilation
ECC evaporative cooled ceiling
hc convective heat transfer coefficient (W/m2 K)
hcv,f heat transfer coefficient at the floor level (W/m2 K)
hfg latent heat of evaporation (J/kg)
hm mass transfer coefficient (m/s)
hr linearized radiative heat transfer coefficient (W/m2 K)
H enthalpy in J/kg
IAQ indoor air quality
k thermal conductivity (W/m K)
ke1 effective thermal conductivity of the heat transfer plate

(W/m K)
ke2 effective thermal conductivity of the ceiling (W/m K)
M flow rate from wall plumes, heat sources, and supply

(kg/s)
MRT mean radiant temperature
PMV predictive mean vote
Q load (W/m2)
Qs supply flow rate (m3/s)
_q radiative heat load (W/m2)

T temperature (�C)
Ts supply temperature (�C)
x humidity ratio (kg/kg)
x* humidity ratio of saturated air (kg/kg)
x axial coordinate of the channel in the flow direction (m)
Z elevation above floor level (m)

Greek symbols
U heat source strength (W)
d channel height (m)
de1 effective thickness of the heat transfer plate (m)
de2 effective thickness of the ceiling (m)
q density (kg/m3)
m air velocity (m/s)

Subscripts
c ceiling
d dry channel
p heat transfer plate
pl plume
r room
s1, s2 water absorbing sheets
w wet channel or room wall
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heated due to the heat exchanged with the ceiling that will cool the
ceiling and consequently the space without added energy con-
sumption to the DV system [17–19]. Miyazaki et al. [19] performed
a study to develop a passive cooling device represented by a dew
point evaporative cooler integrated with the ceiling panel and a
solar chimney, where air from the room is taken as inlet to the
evaporative cooler. The cooling performance was simulated to
show that 40–50W/m2 of radiative cooling load can be removed
without a significant increase in the ceiling temperature.

The purpose of this study is to develop a cooling system that
effectively increases the cooling load capacity of the displacement
ventilation system to a limit beyond 40 W/m2 [20–22] by enhanc-
ing its performance through a dew point evaporative ceiling cooler
(ECC). A mathematical model is developed to predict the energy
performance of the combined DV/ECC system. The model is vali-
dated experimentally by comparing predicted and experimentally
measured ceiling and room temperatures. The model limitations
are assessed for satisfying both thermal comfort and indoor air
quality at specified operating conditions. Finally, a comparison of
the electric consumption of the proposed combined system and a
typical CC/DV system will be conducted for an office in Beirut.
2. System description

Fig. 1 presents a schematic of the (a) combined DV/ECC air con-
ditioning system and (b) ECC process on psychrometric chart. The
system incorporates the novel evaporative cooled ceiling incorpo-
rating an M-cycle applied to a hot and humid climate for space
cooling. In DV system, fresh air is allowed to enter the chiller in
order to cool it below its dew point temperature and control its
humidity and then it will be introduced to a reheating coil in order
to increase its temperature to the desired DV supply value. Cool
supply air at flow rate (Qs) enters the space at floor level (1) at tem-
perature (Ts) and spreads through the space and then rises as it
warms due to heat exchange with heat sources (e.g., occupants,
computers, lights, etc.). Warm air has lower density than the cool
air, so an upward convective flow will be created due to buoyancy.
As a result, the lower occupied zone will contain the fresh cool air
coming from the supply, while the air carrying contaminants and
heat in the space rises to the ceiling level [15] dividing the space
into two zones separated by the stratification height, which is
the level at which the rate of air entrained by the buoyancy plumes
equals the supply flow rate [21]. The warm air near the ceiling will
represent the supply air entering the evaporative cooled ceiling at
(2) as shown in Fig. 1.

The dew point ECC consists of two channels: a wet and a dry
one separated by a plate of high conductivity to enhance heat
exchange. Warm air from the upper zone of the space is directed
to enter the ceiling setup, where it first flows in the dry channel
and then is diverted to the wet channel at (3) (see Fig. 1).
Because of the counter flow, the air in the dry channel will be
cooled without adding humidity to it (follow psychrometric pro-
cess in Fig. 1b), while the temperature of the air in the wet channel
increases and gains moisture to evaporatively cool the ceiling and
then the air leaves the ECC at point (4). This will result in enhanc-
ing the cooling performance of the DV system without additional
energy consumption.
3. Mathematical modeling

To meet the objectives of the study, mathematical models of
various components of the DV/ECC system are developed and inte-
grated to assess the performance of the system. A space mathemat-
ical model is needed to predict the vertical temperature
distribution in the space, temperature gradient, wall temperatures
and stratification height for given internal load. On the other hand,
a model of the evaporative cooled ceiling is needed to calculate the
temperature of air in the dry and wet channels in addition to the
ceiling temperature.
3.1. Space model

The space model of Ayoub et al. [21] was adopted to calculate
the different space temperatures. The space is divided into four



Fig. 1. Schematic of the (a) combined DV/ECC air conditioning system and (b) ECC process on psychrometric chart.
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adjacent horizontal air layers with adjacent wall layers (see Fig. 1).
Each layer is represented by a uniform temperature T(i) where i
corresponds to the air layer index (i = 1–4). Each layer interacts
with side wall segments. The one-dimensional heat conduction
equation for a multi-layered discretized wall is used to calculate
the wall temperatures, taking into consideration the external and
internal boundary conditions that account for ambient conditions,
internal and external heat sources and different envelope materi-
als. The ECC ceiling temperature Tc is constant and uniform since
it is highly conductive material. The internal lumped air energy
balance at each horizontal layer is also done, in order to get the
air temperatures at different elevations, assuming air movement
in the vertical direction. At each air layer, wall and heat source
plumes are considered, which affect the internal air temperatures.
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The energy associated with the source plume is calculated from the
model of Mundt [22] while the energy associated with the wall
plumes is calculated from the work of Jaluria [23].

The flow rates resulting from walls and heat sources are
denoted by Mw(j,k) and Mp(l,k) respectively. The net circulated mass
Mcir at each boundary (interface surface between two adjacent air
layers i and i + 1) will be calculated. The enclosure mass balance
equation is given by

Mcir;k ¼ Ms �
Xr

l¼1

Mpl;ðl;kÞ �
X4
j¼1

Mw;ðj;kÞ ð1Þ

In the above Eq. (7), k refers to the interface level between the
consecutive air layers (k = 1, 2 or 3 for a space divided into four lay-
ers) and r is the number of heat sources in the first air layer. If the
circulation mass is positive, then the circulated mass is moving
upward, while if it is negative then the circulated mass is moving
downward. The determination of this circulated mass is very
important because the stratification height is defined at the level
when the circulated mass is zero [21].

The energy balance is then written for each horizontal air layer
and for each wall segment [18]. The first air layer energy balance is
given by

Xr

l¼1

Uðl;1Þ þ
X4
i¼1

hcv;ði;1ÞAw;ði;1ÞðTw;ði;1Þ � Ta;ð1ÞÞ þ hcv;f ðTf � Ta;ð1ÞÞ

þMsHs ¼
Xr

j¼1

Mpl;ðj;1ÞHpl;ðj;1Þ þ
X4
i¼1

Mw;ði;1ÞHw;ði;1Þ þMcir;1Hcir;1 ð2Þ

where U is the heat source flux, H is the enthalpy in J/kg, hcv,f is the
convective heat transfer from the floor level. For the left hand side
of Eq. (2), the first term is the summation of the heat fluxes in the
first layer, the second and third terms are heat convection from
the walls and the floor, and the fourth term is the enthalpy of the
supply air. For the right hand side of Eq. (2), the first and second
terms are the enthalpies of the heat sources and wall plumes and
the third term is the enthalpy of the circulated mass at the bound-
ary. The energy balance equations on the two intermediate layers
and the upper layer were similarly derived by Ayoub et al. [21]
and will not be repeated here.

Modeling of heat sources plumes in presence of temperature
gradients will follow the expressions given by Mundt [22]. The
plume flow rate Qpl at elevation Z above the floor through depends
on the plume source strength, U, and vertical temperature gradi-
ent, dTa/dZ, can be calculated by the following steps [22]:

Qpl ¼ 0:00238U3=4 dTa

dZ

� ��5=8

B1 ð3aÞ

A1 ¼ 2:86ðZ � ZpÞ dTa

dZ

� �3=8

U�1=4 ð3bÞ

B1 ¼ 0:004þ 0:039A1 þ 0:38A2
1 � 0:062A3

1 ð3cÞ

where Zp is the source height from the ground level.
The integrated wall and plumes mathematical models are used

to calculate the stratification height and the vertical temperature
gradient along the different air layers. To solve the energy balance
equations of the enclosure air layers, the values of the air flow rates
passing from one layer to the other due to the generated plumes
from the heat sources and the walls are calculated from the plume
equation for the sources and using the wall plume model [23].

3.2. Dew point evaporative cooler model

The developed model of Miyazaki et al. [19] was adopted for the
evaporative cooled ceiling to determine the load removal based on
the space conditions and ceiling temperature influenced by the air
flow in the dry and wet channels. The ECC system model is a one
dimensional steady state model that considers variation in temper-
ature and humidity of air within the two-pass channel. The
assumptions made were that the temperature gradients along
the heat transfer plate, the water sheets and the ceiling were
neglected and the heat gain through the roof was also neglected,
since the top side of the dry channel was assumed insulated.

The sensible heat balance of air in the dry channel where the
temperature of air is lowered is represented in the following
equation:

qCpdmd
dTd

dx
¼ hdðTp � TdÞ ð4Þ

where x is the axial coordinate of the channel in the flow direction,
q represents the air density in the channel, Cpd represents the heat
capacity of the dry air, m is the velocity of air, d is the height of the
channel, and hd represents the convective heat transfer coefficient
in the dry channel. The heat transfer to the air flow in the dry chan-
nel is equal to the conducted heat from channel plate to the flowing
air, where Air temperature in the dry channel is denoted by Td while
the plate temperature is denoted by Tp.

The sensible heat balance of air in the wet channel is given by

qCpwmd
dTw

dx
¼ hs1ðTs1 � TwÞ þ hs2ðTs2 � TwÞ ð5Þ

The net heat exchange with the two sides of the wet channel is
equal to the net convective heat flow in the wet channel, where Cpw

represents the heat capacity of the wet air, and hs1 and hs2 repre-
sent the convective heat transfer coefficients of the two absorbing
sheets in the wet channel. Temperature of the air in the wet chan-
nel is denoted by Tw while the temperatures of the upper and the
lower water absorbing sheets of the wet channel are denoted by
Ts1 and Ts2 respectively. The convective heat transfer coefficients
hd, hs1 and hs2 were calculated from the Nusselt number of a devel-
oped flow in rectangular shape channels [19].

The mass balance of the wet channel where the net convective
flow of moisture is equal to the moisture exchange with the two
water sheets of the wet channel is given by

dw
dx

¼ hm1 þ hm2

md
ðw�

w �wwÞ ð6Þ

w�
w represents, at temperature Tw, the humidity ratio of saturated

air, ww is the humidity ratio of air in the wet channel, hm1 and hm2

represent the mass transfer coefficients in the wet channel and
found using the Lewis number.

The energy balance of the heat transfer plate is given by

hdðTd � TpÞ þ ke1
de1

ðTs1 � TpÞ ¼ 0 ð7Þ

where ke1 and de1 represent the effective thermal conductivity and
the effective thickness of the heat transfer plate respectively. In
Eq. (4), the heat transfer between the plate and the dry channel is
equal to the net conductive heat between the plate and upper water
sheet of the wet channel.

The energy balance of the upper water sheet is formulated such
that the net heat exchange of the upper sheet with the plate and
the flowing air in addition to the latent heat are taken into consid-
eration. Similarly, for the lower water sheet, the net heat exchange
of the water sheet with the ceiling and the flowing air in addition
to the latent heat are also considered. The energy equations are
given for the upper and lower water sheets of the wet channel,
respectively as follows:
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ke1
de1

ðTp � Ts1Þ þ hs1ðTw � Ts1Þ þ qhm1hfgðww �w�
wÞ ¼ 0 ð8Þ

ke2
de2

ðTc � Ts2Þ þ hs2ðTw � Ts2Þ þ qhm2hfgðww �w�
wÞ ¼ 0 ð9Þ

where ke2 and de2 represent the effective ceiling thermal conductiv-
ity and thickness respectively, Ts1 and Ts2 are the temperatures of
the upper and the lower water absorbing sheets of the wet channel
as defined earlier, Tw is the air temperature in the wet channel, w�

w

represents the, the humidity ratio of saturated air at Tw, ww is the
humidity ratio of air in the wet channel, hm1 and hm2 are the mass
transfer coefficients in the wet channel, and hfg is the latent heat
of evaporation

Finally, the energy balance corresponding to the ceiling, where
the ceiling heat exchange with the lower water sheet of the wet
channel, convection with the air inside the room near the ceiling
and radiation with the space are taken into consideration and the
balance is given by

ke2
de2

ðTs2 � TcÞ þ hcðTr � TcÞ þ _q ¼ 0 ð10Þ

where Tc represents the ceiling temperature, hc represents the con-
vective heat transfer coefficient between the air near the ceiling and
the ceiling surface, Tr represents the temperature of the air near the
ceiling, and _q represents the radiative heat load from the space.
Fig. 2. Sequence of numerical solution flowchart.
4. Solution methodology

Mathematical models for the different system components are
developed and integrated to solve for the system variables and pre-
dict its performance as shown in the flowchart in Fig. 2. The inputs
for the integrated system are represented by the outdoor weather
conditions, supply air conditions, internal loads, envelope proper-
ties and space and ceiling setup geometry and physical
dimensions.

The considered space is divided into n layers in the vertical
direction [20,21]. The temperature profile in the space in addition
to the walls and ceiling temperatures are first assumed. Then, the
DV space thermal model solves the air layers energy balance equa-
tions, taking into account the thermal plumes from internal heat
sources as well as wall plumes, to obtain the temperature profile
and gradient as well as the stratification height in order for the
evaporative cooled ceiling model to update the ceiling tempera-
ture. The previous steps are repeated until convergence, set to
10�6, is reached. Once convergence is reached, the temperature
distribution in the space is determined as well as the energy per-
formance of the system. The coupled mass and energy equations
are discretized into algebraic equations using the finite volume
method.
5. Experimental SETUP of the integrated DV/ECC system

The experimental validation was done by using a climatic
chamber equipped with displacement ventilation system coupled
with an evaporative cooled ceiling system as shown in Fig. 3(a).
Room air temperatures at different levels and at the inlet of the
ceiling setup were measured using HX94AC rod sensors with an
accuracy of ±0.5 �C in temperature connected to a data logger
OM-DAQPRO-3500 to record data every minute. The east, west,
north and south walls of the chamber as well as the ceiling temper-
atures were measured using K-type thermocouples with an accu-
racy of ±0.5 �C in temperature. The supply and exhaust air
temperatures and relative humidity were measured using OM-
EL-USB-2 sensors with an accuracy of ±0.5 �C in temperature and
±3% in relative. The supply air velocity was measured by BK
PRECISION 731A velocity meter with an accuracy of ±3% in velocity
readings. The room walls have vapor barriers to prevent any mois-
ture migration from the walls so that water vapor generation is
controlled by supply air and internal sources.

The chamber’s conditioned space by the integrated DV/ECC sys-
tem has a total floor area of 5.56 m2 and is 2.8 m high, where all
walls were insulated by Styrofoam boards as shown in Fig. 3(b).
The supply grill is located on the east wall supplying air at a flow
rate of 0.118 ± 0.00354 m3/s, temperature of 22 ± 0.5 �C and rela-
tive humidity of 50% ± 3%. The air conditioning system is a con-
trolled displacement ventilation system, associated with an
external fan coil unit to supply fresh air. Air passes through a chil-
ler of 6-kW capacity outside the room and is then introduced into a
heating coil to control its temperature and humidity. The load to be
removed by the integrated system was due to internal heat sources
represented by non-moving seated occupants, simulated by heated
cylinders of 0.3 m diameter and 1.2 m height, each having a heat
load of 100 W [24].

As for the dew point cooler, it was made of commercial galva-
nized steel. The upper and lower sides of the wet channel in the
ceiling setup were covered with a pure cotton wet fabric of high



Fig. 3. Plots of (a) schematic of the experimental setup and (b) photo of the experimental room.

Fig. 4. Schematic of the ECC channels.
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wicking capacity and fixed by means of a mesh to keep it in place.
The cotton fabric at the two sides was associated with a thin per-
forated hose as shown in Fig. 4, and connected to two manual
pumps to ensure even distribution of water along the channel.
Each pump supplied one side of the wet channel, and water was
maintained from a tank outside the room. The dry channel was
insulated by fiberglass to avoid heat exchange along its sides
where each channel is 3 cm high, and the setup covered all the ceil-
ing area of 5.56 m2. Note that the total height of the two pass chan-
nel is 6 cm which has a minor effect on the floor to ceiling height.
In addition, the ECC installation does not constitute an added
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heavy load on the ceiling structure since it is made of thin light
metal sheets with air as the running fluid. In order to control the
system operation, air in the space can be diverted to the evapora-
tive cooled ceiling setup by the means of a hinge as shown in Fig. 3
(b). When the hinge is closed, air enters the ceiling setup and then
is exhausted to the atmosphere so that the integrated system is
operated, while when the hinge is opened, air directly leaves the
space through the exhaust grill without entering the ECC setup
so that only the DV system will be operated.

Three sets of experiments were done, each at a specified inter-
nal load namely 200, 300 and 400 W. Each set of experiments was
done for two systems: first by operating the DV system alone, and
then by operating the integrated ECC/DV system. In order to reach
quasi-steady conditions, the system was operated for 4 h, where
the temperature variations were monitored until they stopped
varying. The temperatures obtained experimentally will be com-
pared to values predicted by the integrated system simulation
model, where the inputs of the experimental setup represented
by the supply air conditions and the different internal loads were
taken the same when simulating the integrated model. Also, the
Predicted Mean Vote (PMV)-index value is obtained, which is a
representation of the thermal comfort from a scale between �3
(cold) to +3 (hot) with a comfort range of �0:5 6 PMV 6 þ0:5
[25]. The PMV was calculated based on averaged air temperature
and humidity in the occupied zone for a seated person metabolic
rate according to Fanger’s standard expression for PMV in terms
of environmental conditions, human typical clothing, and meta-
bolic rate [25].
6. Results and discussion

6.1. Model validation results

The experimentally measured temperatures at different eleva-
tions in addition to the exhaust and average wall temperatures,
and DV load were compared to the model predicted values by
operating the DV system alone at various internal loads as shown
in Table 1.
Table 1
Experimental and model predicted values of the displacement ventilation system at qs = 0

Temperature Space load

200W 300

Exp. Model Exp

Troom at 0.5m (�C) 22.89 ± 0.5 22.70 23.
Troom at 1.1m (�C) 23.29 ± 0.5 23.21 23.
Troom at 2m (�C) 23.33 ± 0.5 23.27 24.
Texhaust (�C) 23.39 ± 0.5 23.34 24.
Twall avrg. (�C) 23.01 ± 0.5 22.80 23.
Load (W) 206 ± 10 200 3

Table 2
Experimental and model predicted values of the integrated system at qs = 0.118 m3/s, Ts =

Temperature Space load

200 W 300

Exp. Model Exp

Troom at 0.5m (�C) 22.65 ± 0.5 22.45 23
Troom at 1.1m (�C) 23.16 ± 0.5 23.01 23
Troom at 2m (�C) 23.01 ± 0.5 22.80 23
Tceiling inlet (�C) 22.20 ± 0.5 22.16 22
Tceiling (�C) 18.90 ± 0.5 18.40 19
Twall avrg. (�C) 21.40 ± 0.5 21.25 21
Total load (W) 202.0 ± 12 200 305
ECC load (W) 172.50 ± 7 176.20 215
At the fixed supply conditions of qs = 0.118 m3/s, Ts = 22 �C and
RH = 50%, the highest internal loads were associated with the high-
est temperatures inside the space. Increasing the internal load
from 200W to 400W caused a maximum increase in the temper-
ature of air at the occupied level of 1.1 m by 1.29 �C experimentally
and 1.19 �C by simulation. Also, the room air temperature was
increasing vertically as it approaches the ceiling level, where it
increased from 23.90 �C ± 0.5 to 24.91 �C ± 0.5 �C at internal load
of 400 W. Thus, the PMV values for the different internal loads
were estimated and found to be 0.19 ± 0.01, 0.31 ± 0.01 and
0.49 ± 0.01 at 200 W, 300W and 400W, respectively. In order to
find the DV system load, the following equation is used:

QDV ¼ _m CpðTexhaust � TsupplyÞ ð11Þ

where _m is the supply air mass flow rate, Cp is the air specific capac-
ity, Texhaust is the temperature of air leaving the space and Tsupply is
the supply air temperature.

Moreover, at different internal loads, good agreement was
observed between measured experimental data and model pre-
dicted ones, so that the maximum error obtained was about 4%
and 8% in the temperature readings and load calculation
respectively.

As for the integrated DV/ECC system, the experimental mea-
sured temperatures at different elevations in addition to the ceiling
and average wall temperatures, total load, and ECC load values
obtained were compared to the model predicted ones operating
at various internal loads as shown in Table 2. At the fixed supply
conditions of qs = 0.118 m3/s, Ts = 22 �C and RH = 50%, the highest
internal loads were also associated with the highest temperatures
of air at different elevations and ceiling and average wall temper-
atures, where the increase in the internal load from 200 to 400W
caused a maximum increase in the temperature of air at the occu-
pied level of 1.1 m by 1.36 �C experimentally and 1.37 �C by simu-
lation. Also, it was noticed that the room vertical temperature
variation increased until the height of 1.1 m, where it reached a
maximum of 24.52 �C ± 0.5 �C experimentally at internal load of
400 W. The room temperature at the occupied level after that
started to decrease as air approached the cooled ceiling, where
.118 m3/s, Ts = 22 �C and RHsupply = 50%.

W 400 W

. Model Exp. Model

41 ± 0.5 23.08 23.90 ± 0.5 23.60
90 ± 0.5 23.80 24.58 ± 0.5 24.40
11 ± 0.5 23.95 24.82 ± 0.5 24.62
16 ± 0.5 24.03 24.91 ± 0.5 24.70
39 ± 0.5 23.31 24.21 ± 0.5 23.88
06 ± 10 300 412 ± 10 400

22 �C and RHsupply = 50%.

W 400 W

. Model Exp. Model

.00 ± 0.5 22.82 23.64 ± 0.5 23.20

.86 ± 0.5 23.68 24.52 ± 0.5 24.38

.64 ± 0.5 23.45 24.42 ± 0.5 24.23

.76 ± 0.5 22.70 23.45 ± 0.5 23.36

.32 ± 0.5 18.83 19.70 ± 0.5 19.20

.85 ± 0.5 21.60 22.32 ± 0.5 22.10
.50 ± 12 300.0 408 ± 12 400.0
.82 ± 7 217.40 237 ± 7 240.0
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the ceiling temperature reached values of 18.90 �C ± 0.5 �C, 19.32 �
C ± 0.5 �C and 19.70 �C ± 0.5 �C at 200W, 300W and 400W,
respectively.

The increase in the internal load was associated with an
increase in the PMV values that were found to be 0.02 ± 0.01,
0.16 ± 0.01 and 0.3 ± 0.01 at 200 W, 300 W and 400W, respec-
tively. These PMV values were lower than the ones obtained under
the DV system, so that comfort in the space is enhanced.

The integrated DV/ECC system load is the summation of the DV
and the ECC load represented by the convective heat exchange
between the ceiling and its adjacent air layer and the radiative heat
exchange between the ceiling and the walls of the space, according
to the following equation:

QDV=ECC ¼ QDV þ hcAðTc � TairÞ þ hrAðTc � TMRTÞ ð12Þ

where hc is the convective heat transfer coefficient, A is the ceiling
area, Tc is the average ceiling temperature, Tair is the air layer tem-
perature adjacent to the ceiling, hr is the linearized radiative heat
transfer coefficient, and TMRT is the mean radiant temperature of
the walls.

The portion of the sensible load removed by the ECC was
176.2 W of the total load of 200 W representing 85.4% of the total
sensible load. When the load was increased to 400 W, the ECC
removed 240 W representing 58% of the room total sensible load.
At low thermal load, the ECC is capable of removing most of the
load from the space. At high load, the ECC system at Tc = 19.7 �C
had larger temperature difference between supply air at 22 �C
and ceiling adjacent air at 23.45 �C compared to the 200W load
Fig. 5. The variation of the temperatures of air in the occupied zone and ECC as a
function of supply air relative humidity at supply flow rates of (a) 0.08 m3/s, (b)
0.14 m3/s and (c) 0.2 m3/s at fixed supply air temperature to 21 �C.
and hence resulting in higher portion of the load to be removed
by the DV system.

Moreover, at different internal loads, good agreement was
observed between measured experimental data and DV/ECC model
predicted ones, so that the maximum error obtained was about 6%
and 7% in the temperature readings and load removal calculation
respectively.

6.2. Parametric study: effect of increasing supply relative humidity and
flow rate

The parametric study aims to investigate the factors that affect
the performance of the integrated system, mainly the supply flow
rate and relative humidity parameters. The space considered for
the parametric study is a 2.8 m � 2.8 m � 2.8 m space, and all
walls were taken as internal partitions. Simulations were per-
formed by taking constant internal load of 40W/m2, fixing the sup-
ply temperature to 21 �C, and then increasing first the supply air
relative humidity from 10% to 90% at three supply air flow rate
from 0.08 m3/s to 0.2 m3/s.

The variation of air temperature in the occupied zone and ceil-
ing temperature are shown in Fig. 5 as a function of supply air rel-
ative humidity at supply flow rates of (a) 0.08 m3/s, (b) 0.14 m3/s
and (c) 0.2 m3/s. Fig. 6 shows the DV and ECC loads as a function
of supply air relative humidities at supply flow rates of (a)
0.08 m3/s, (b) 0.14 m3/s and (c) 0.2 m3/s. For a given flow rate,
the DV load increases with increased supply relative humidity
(see Fig. 6) since the temperature difference between the supply
Fig. 6. Plots of the DV and ECC loads as a function of supply air relative humidity at
supply flow rates of (a) 0.08 m3/s, (b) 0.14 m3/s and (c) 0.2 m3/s at fixed supply air
temperature to 21 �C.



Fig. 7. Schematic of the case study geometry and system used in the case study.

Table 3
The variation of number of persons, supply flow rate, internal sensible load, air temperature, ceiling temperature, total load and PMV during occupied hours for a typical summer
day.

Occupied hours No. of persons qs (m3/s) Qinternal (W/m2) Tair (�C) Tceiling (�C) Q (W/m2) PMV DV PMV DV/ECC

7 2 0.15 16.6 22.59 21.98 16.70 0 0
8 2 0.15 16.6 22.65 22.05 16.70 0.02 0.02
9 2 0.15 16.6 22.69 22.11 16.73 0.03 0.03

10 3 0.18 25.0 23.1 22.16 25.04 0.10 0.10
11 3 0.18 25.0 23.14 22.26 25.34 0.12 0.12
12 4 0.2 33.3 23.68 22.4 33.72 0.20 0.20
13 6 0.2 50.0 25.73 22.48 50.00 0.58 0.39
14 6 0.2 50.0 25.85 22.8 50.17 0.61 0.42
15 6 0.2 50.0 26.01 23.09 50.32 0.64 0.45
16 3 0.18 25.0 23.31 22.3 25.74 0.16 0.16
17 3 0.18 25.0 23.28 22.28 25.6 0.14 0.14
18 2 0.15 16.6 22.71 22.16 16.76 0.04 0.04
19 2 0.15 16.6 22.63 22.03 16.7 0.02 0.02
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and exhaust air increases as observed in corresponding plots in
Fig. 5 at all flow rates. However, the ceiling load decreased, since
the air entering the ceiling setup is more humid. For example, at
the flow rate of 0.08 m3/s, increasing the relative humidity from
10% to 90%, decreased the ceiling load by 73.3%, since the ceiling
temperature increased by 32.6%.

However, for a given supply relative humidity it is observed
that when the supply flow rate is increased, the DV load decreased
due to the decrease in the temperature difference between the
supply and the exhaust air, while the cooled ceiling load increased,
since the ceiling temperature decreases. At the supply relative
humidity of 60%, increasing the flow rate from 0.08 m3/s to
0.2 m3/s increased the cooled ceiling load by 10.7% since the ceiling
temperature decreased by 8.6% and the air temperature at the
occupied level decreased by 7.9%. Therefore, the integrated system
is proven to be more efficient at higher supply flow rates and lower
supply relative humidity.

6.3. Case study

The proposed integrated system is applied to a test case repre-
sented by an office space located in Beirut and simulated on a typ-
ical summer day of the cooling season during the occupied hours
from 7 a.m. till 7 p.m. [26]. The integrated system electric
consumption and operational cost are compared to those of a typ-
ical chilled ceiling and displacement ventilation (CC/DV) system
operating under same conditions to derive the proposed system
operational savings. The considered case for the study is a
6.0 m � 5.0 m � 2.8 m space as shown in Fig. 7, where the walls
and floor are considered as internal partitions [27].

Six occupants are present in the office according to the schedule
shown in Table 3. The sensible load per person is taken as 250 W,
including lighting and equipment loads, and the moisture genera-
tion is 2 � 10�5 kg/s per occupant [7,21]. Table 3 also shows the
internal sensible load during the different occupied hours. The load
to be removed by the system is only due to internal heat sources
and reaches values as high as 50 W/m2, exceeding by that the limit
the DV system can remove unaided (40 W/m2). Therefore, after fix-
ing the supply temperature and relative humidity to 20 �C and 60%
respectively, a control strategy of increasing the supply flow rate is
applied to the DV system, while maintaining the stratification
height at 1.5 m, until reaching a limit where the DV system cannot
maintain the comfort level anymore. The integrated system will
thus be operated to improve the DV system performance.

Table 3 represents the variation of the results obtained upon
operating the DV system alone. Between 7:00 a.m. and 9:00 a.m.,
the flow rate was set at 0.15 m3/s. The internal load was around
17W/m2, so the DV system was able to remove this load while
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maintaining comfort in the space, with PMV values of 0, 0.02 and
0.03 at 7:00 a.m., 8:00 a.m. and 9:00 a.m., respectively. Upon
increasing the internal load to 33.3 W/m2 at noon, the flow rate
was increased to 0.2 m3/s, maintaining a stratification height of
1.5 m. The DV system was still able to provide comfort with a
PMV value of 0.2 and acceptable temperatures at the occupied
level of 23.68 �C. However, during the peak load hours (13:00 p.
m. to 15:00 p.m.) the internal load increased to 50 W/m2, so the
DV system under the control strategy applied was not able to
maintain comfort in the space, with PMV values of 0.58, 0.61 and
0.64 at 13:00 p.m., 14:00 p.m. and 15:00 p.m., respectively. The
air temperature at the occupied level increased significantly reach-
ing 26.01 �C; in addition to that, the ceiling temperature was high
and reached a maximum of 23.09 �C. Therefore, the integrated sys-
tem will be operated to improve the performance of the DV system
during peak load hours.

Upon operating the integrated system during the peak load
hours (13:00 p.m. to 15:00 p.m.), it was noticed that the air tem-
perature at the occupied level decreased to 24.31 �C, 24.45 �C,
and 24.57 �C, leading to PMV values of 0.39, 0.42 and 0.45 at
13:00, 14:00 and 15:00 p.m. respectively. Also, the ceiling temper-
ature decreased to 19.72 �C, 20.29 �C and 20.31 �C at 13:00, 14:00
and 15:00 p.m. respectively. Therefore, comfort was attained dur-
ing these peak hours after operating the integrated system, where
the DV system was able to remove 50.6%, 52.5% and 53.4% of the
internal load at 13:00, 14:00 and 15:00 p.m. respectively, and the
remaining load was removed by the cooled ceiling.

In order to find the electric power and cost savings of the pro-
posed integrated system, a comparison with a typical CC/DV sys-
tem was done. The operating electric power consumption is to be
compared during the peak hours (13:00 p.m. to 15:00 p.m.) over
the cooling season from June to October. Since the load to be
removed is only due to internal loads and the same schedule is
applied over the months of the cooling season, the same savings
are expected to be obtained monthly. Therefore, the savings for
one month are calculated and then multiplied by the number of
months of the cooling season by estimating the chiller’s opera-
tional power consumption. The COP of the chiller was taken to
be 3.5, and the electrical cost was estimated at 0.15 $/KW h.

Under the same operating conditions of the proposed case, but
by using the CC/DV system at peak hours, the electric power con-
sumption is found to be 477.62 kW h with a cost of $71.64 over the
cooling season. While using the proposed integrated system, the
power consumption was found to be 304.61 kW h with a cost of
$45.69 over the same cooling period. Therefore, saving of 36.2%
was achieved over the cooling season where the reduction in elec-
tric energy consumption was 173.01 kW h and the corresponding
reduction in operation cost was $25.95 during the cooling season.

7. Conclusion

A performance evaluation for an integrated displacement venti-
lation and evaporative cooled ceiling system is developed in order
to enhance the cooling ability of the DV system. Mathematical
models were developed and validated experimentally, where good
agreement was found between modeled and experimental values.

A parametric study was also done in order to study the limita-
tions of the system, where the DV/ECC showed better performance
at higher supply flow rates and lower supply air relative humidity.
The DV/ECC system extended the load removal range to values
higher than the maximum value 40W/m2 that can be removed
by DV system alone.

The integrated system was applied to a typical office space in
the city of Beirut, where the electric power consumption is
compared with that of a traditional chilled ceiling and displace-
ment ventilation system operating under same conditions. The
use of the proposed integrated system was shown to be effective
with electric power savings exceeding 36% compared to conven-
tional CC/DV system for the considered case of 50 W/m2 load and
for outdoor humidity at 60% and supply temperature of 20 �C.
Clearly, the DV/ECC system would be recommended for moderate
climates with relative humidity lower than 60% to be effective.
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