
Citation: Alhussein, H.; Shehab, L.;

Hamzeh, F. Improvisation in

Construction Planning: An

Agent-Based Simulation Approach.

Buildings 2022, 12, 1608.

https://doi.org/10.3390/

buildings12101608

Academic Editors: Yasser Mohamed

and Vicente A. Gonzalez

Received: 27 August 2022

Accepted: 1 October 2022

Published: 5 October 2022

Publisher’s Note: MDPI stays neutral

with regard to jurisdictional claims in

published maps and institutional affil-

iations.

Copyright: © 2022 by the authors.

Licensee MDPI, Basel, Switzerland.

This article is an open access article

distributed under the terms and

conditions of the Creative Commons

Attribution (CC BY) license (https://

creativecommons.org/licenses/by/

4.0/).

buildings

Article

Improvisation in Construction Planning: An Agent-Based
Simulation Approach
Hasnaa Alhussein 1, Lynn Shehab 2 and Farook Hamzeh 2,*

1 Department of Civil and Environmental Engineering, American University of Beirut, Beirut 11-0236, Lebanon
2 Department of Civil and Environmental Engineering, University of Alberta, Edmonton, AB T6G 1H9, Canada
* Correspondence: hamzeh@ualberta.ca

Abstract: Improvisation is the decision-making process addressing unexpected obstacles in a sponta-
neous but rational manner. Although undesirable, as it indicates deviation from plans, improvisation
is unavoidable in construction to address issues related to unforeseen uncertainties. An adaptive
planning system employing improvisation to react rapidly to unplanned events may therefore boost
the performance in construction projects. Accordingly, this research aims to predict the outcomes of
construction planning processes from an improvisational perspective by better understanding the
dynamics of improvisation. It seeks to identify how different variations of improvisational parameters
influence the improvisational outcome. This objective is achieved through an agent-based model
used to simulate the improvisation practices at the level of planners interacting together. Parameters
relating to planners, projects, and problems influencing each planner’s improvisational means are
illustrated in the model. The model’s inputs were validated through data from large-sized projects.
Linear regression models that predict the results of the improvisational practices were then developed
through simulation experiments. Findings regarding the impacts of different types of improvisors
on the improvisational outcomes are presented. The contribution of this study lies in enhancing the
overall improvisational performance in construction planning to ultimately guide decision makers
and planners to better handle uncertainties in projects.

Keywords: improvisation; agent-based simulation; construction planning; construction management;
project success

1. Introduction

Planning in construction is an indispensable process that spans throughout the project’s
life cycle and aims to achieve the project’s objectives related to time, cost, quality, safety,
health, profitability, and customer satisfaction [1,2]. Planners and schedulers have always
highlighted the importance of planning for organizing work, reducing risk, facilitating
communication, and maintaining good control, as well as reaching their desired objec-
tives [3]. However, traditional planning practices cannot develop plans and procedures
for all possible scenarios and eventualities [4]. Inherent uncertainty, risk, and increasing
level of complexity of construction projects lead to interrelating types of uncertainties that
challenge traditional planning methods [5]. As deviations from existing plans cannot be
fully avoided and certain decisions are required to manage unplanned circumstances [6],
improvisation is sometimes necessary as a much-needed resort for addressing the issues of
uncertainty, dynamism, and complexity in construction projects [7].

Described as the “act of dealing with the unexpected without having the luxury of
preparation” [8], improvisation is an intentional but extemporaneous, rational decision-
making skill. It is the decision-making process of reacting to unexpected uncertainties in a
spontaneous but rational manner. It is usually due to time pressure and in the absence of
the optimal information or resources [9]. Improvisation has been studied in various fields,
but it was jazz theorists who have adopted the initial interpretation of improvisation. Later,
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typologies have been developed elucidating its different types and attributes in multiple
organizational settings, such as new product development [10], crisis management [11],
and teamwork [12].

Although construction is known to comprise ubiquitous uncertain, dynamic, and
highly variable circumstances [13,14], few studies have attempted to address the phe-
nomenon of improvisation in construction. A previous research study has defined improvi-
sation in construction as a deliberate decision-making process that is usually used when
speed is required to meet a deadline, planned procedures fail to meet the requirements,
pre-planned strategies fail to manage a sudden problem, and standardized procedures
fail to catch up with daily ameliorations and progress [8]. Another study has modeled
improvisation in construction as a decision-making process and explained its different
stages [15]. Moreover, one study described the act of improvising as having to change the
location, task, or work method as a result of disruption in the jobsite [16].

While causes and some influencing factors of improvisation in construction have been
examined in previous studies, the overall behavior of several improvisers working together
on a single construction project has not been tackled yet. Additionally, the impacts of
different improvisational capabilities of planners who work in different trades within a
construction project, as well as the level of the unexpected uncertainty associated with that
project on the total improvisational outcome, have not been investigated yet. Therefore, a
focused research study about how the improvisational behaviors of different planners and
the type of the construction project affect the overall improvisational outcome is required to
guide construction professionals and the industry to better enhance their improvisational
performance and staff planners accordingly.

Therefore, the aim of this study is to predict the outcomes of construction planning
processes from an improvisational perspective by better understanding the dynamics of
improvisational practices within a group of different construction planners with different
improvisation skills. It seeks to identify how different variations of improvisational param-
eters related to the planners’ assortment and type of construction projects influence the
improvisational outcome. To achieve this objective, an agent-based simulation model is
developed that portrays improvisational practices within a construction project. It depicts
parameters relating to planners, projects, and problems that influence the improvisational
means of planners. Moreover, the model identifies how different variations of improvisa-
tional parameters influence emergent improvisational outcomes. The developed model’s
inputs were validated through data from five large construction projects. Additionally,
linear regression models that predict the results of improvisational practices were devel-
oped through conducting simulation experiments. The main contribution of this study lies
in guiding construction planners and decision makers to better manage the problems of
unexpected uncertainty through enhancing the overall improvisational performance in
construction planning.

2. Literature Review
2.1. Improvisation

Improvisation involves reacting to the unexpected and unforeseen [17]. In an attempt
to understand the basics of musical improvisation, a model developed by Pressing [18]
was influential in viewing improvisation as a set of generation, selection, and execution
of novel (melodic) processes. Moreover, the model propounded the powerful impact of
experience on the improvised tones where improvisational fluency of musicians is seen
as a result of their expertise, experience, and practice that automates some attentional
cognitive processes.

Organizational improvisation may be performed by either an organization as a whole
or its individual members [19]. For individuals, improvisation appears as an act of sur-
passing standard routines to develop a novel solution to a problem under considera-
tion [19]. Organizations often consider improvisation as a deviation from normal plans,
a potential source of risk, and something that should be avoided or controlled. How-
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ever, the role of improvisation has expanded to include resolving problems and helping
organizations co-evolve with their changing environments [19,20]. Therefore, research
studies have been performed in organizations to study different attributes and influenc-
ing factors of improvisation, and they accordingly use this information to enhance an
organization’s performance.

Studies of organizational management have investigated different aspects of impro-
visation and related practices, and they have produced various definitions. Analysis of
these different definitions of improvisation presented in the literature suggest four criteria
to produce a comprehensive understanding. Some scholars define improvisation based
on the method used to improvise. For example, improvisation is the generation of new
solutions and combinations under wicked conditions [9], meaning problems that do not
have formulation, stopping rule, and/or answers that are not “true/false”. Other scholars
have explained improvisation as the action of formulating and implementing solutions
simultaneously [21], thus emphasizing the time aspect of improvisation. Many researchers
have focused on the spontaneity of improvisation and interpreted it as deliberate and
extemporaneous organizational actions [22]. Some studies related improvised actions to
innovation, therefore linking improvisation with creativity and originality [23].

Researchers have also studied various attributes influencing improvisation, such as
degree of improvisation, novelty, and time pressure. In addition, research has shown
that training, experience, education, teamwork, situational awareness, information flow,
organizational culture, and authority mitigation influence the improvisational performance
in organizations [7,12,24].

2.2. Managing Uncertainties in Construction

In most construction projects, no matter how well-prepared the activity plans are,
improvisation at one point or another is inevitable [25]. Aiming to better manage uncertain-
ties associated with the construction environment, Abdelhamid et al. suggested using the
OODA (observe, orient, decide, and act) loop along with Last Planner System® as a viable
option that aids self-managed construction teams in managing unexpected situations [26].
Desai and Abdelhamid proposed the input control method to manage uncertainties in
construction projects, such as building capabilities and securing enough experience and
knowledge [27].

Hamzeh et al. [28] categorized planning failures into three groups. The first involves
failing in executing planned tasks because of shortcomings in identifying and removing
constraints on time, while the second includes failing because of lack of proper anticipation
and planning. The third group includes failures caused by uncertainties that cannot be
foreseen. To eliminate failures due to time constraint and lack of proper planning, managers
typically focus on improving planning procedures. To manage uncertainty, improving
improvisational skills is required [28]. While some studies addressed improvisation in
construction projects, none have been found to provide a deep understanding of different
types of improvisation employed in construction, its behaviors, and the quality of the
resulting improvised actions. Thus, a profound study of improvisation is required before
condoning it as a necessary companion to construction planning.

2.3. Improvisation in Construction

Few studies have investigated improvisation in construction projects compared to
other psychological factors. Although the reasons for improvisation in construction and
its influencing factors have been explored in previous studies, overall behavior of a group
of improvisers in construction working together has not been addressed yet. Different
improvisational capabilities of planners who work in different trades within a construction
project, as well as the level of the unexpected uncertainty associated with that project,
highly influence the improvisational outcome. Therefore, a research study focused on
how the improvisational behaviors of different types of planners and types of construction
projects affect overall improvisational outcome is required in order to guide construction
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professionals and the industry to better enhance improvisational performance and allow
organizations to staff planners accordingly.

Hamzeh et al. [15] modeled improvisation in construction as a decision-making process
and described its different stages. In another study, Hamzeh et al. [8] defined improvisation
in construction as a deliberate decision-making process that is employed when planned
procedures fail to meet requirements, speed is required to meet a deadline, pre-planned
strategies fail to manage a suddenly arising problem, and/or standardized procedures
fail to catch up with the progress. Statistical analyses conducted in this study highlighted
common types of problems requiring improvisation, showed the impacts of some personal
and organizational characteristics on the results of improvisation, and found that “Failure
in execution” and “Seeing opportunities to improve sound and ready tasks” were the
most common triggers for construction improvisation [8]. Degree of novelty and level
of complexity were also identified as criteria for evaluating the significance of associated
problems requiring improvisation.

The result of individual improvisation is quantified through two outcome indices:
(A) the level of emerging waste, which is defined as an activity or action that does not
create any value to the planned product or the final task’s completion [29], and (B) task
completion, representing the extent to which a planner used improvisation to complete or
solve the task under consideration [8]. Study results showed that personal traits including
risk taking, high level of experience, communicating with others, and reacting well to time
pressure have considerable impact on the task completion status and the level of emerging
waste during improvisation. Additionally, organizations with employee empowerment,
good record keeping, and appropriate authority assignment to experienced employees in
the field have greater chances of sound improvisation [8].

In another study by Menches and Chen (2013) [16], the authors performed testing
through ecological momentary assessment (EMA), revision, and retesting to better under-
stand how and under what conditions some workers perform improvisation efficiently
to overcome some barriers faced on the jobsite. EMA methodology allows capturing the
workers’ action and decisions in near real time after jobsite disruptions.

2.4. Simulation and Agent-Based Modeling (ABM) in Construction

Modeling is the act of projecting or imagining a certain occurrence, situation, or
incident in an individual’s mind and then formulating it explicitly [30]. Ingalls defined
simulation as “the process of designing a dynamic model of an actual dynamic system for
the purpose either of understanding the behavior of the system or of evaluating various
strategies for the operation of a system” [31]. Simulation is typically utilized to imitate a real-
life system’s operation through the creation of a simplified surrogate model representing it.

Agent-based modeling (ABM) is an approach used to model complex systems for
the purpose of understanding, explaining, or analyzing how they work. In construction,
researchers have used ABM because of its ability to address the inherently complex and
non-linear nature of construction operations [32]. For instance, in order to provide an
accurate cost estimation of a project during early stages, Bernhardt et al. [33] developed
a cost model that requires a set of inputs and provides a nearly precise value. On the
other hand, modelers have always emphasized enhancing construction safety and thus
simulated several scenarios for that purpose. For instance, Palaniappan et al. [34] modeled
the reasons for construction site accidents in addition to interactions among various project
factors, in an effort to improve on-site safety performance. Workers’ absenteeism has been
studied by modeling their mental processes and individual behaviors while considering
the workers as the main agents of the system [35].

This study adopts ABM to analyze and simulate improvisational practices within
a construction project in order to describe how individuals use improvisation. It also
examines how different types of influencing factors related to the project and improvisers
themselves shape overall improvisational performance.
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3. Methodology

To address the research objectives, a stepwise research methodology was designed.
First, based on a review of previous studies that address the topic of improvisation, a
conceptual framework was developed to describe the process of improvisation at the level
of different individuals working together and interacting with one another within the same
construction project. Based on this framework, an agent-based computer simulation model
of the improvisation process was built. Next, an analytical hierarchy process (AHP) survey
was developed and implemented for the purpose of quantifying certain behavioral rules
or decision-related rules in the model. After analyzing the survey results and inserting
computed factors into the model, model verification was performed based on procedures
suggested by Bennett et al. (2013) [36]. Then, the model and its inputs were validated
employing four of the validation techniques advocated by Sargent (2013) [37]. Several
scenarios involving different combinations of improvisers and project-related parameters
were then simulated. Results, discussion, and conclusions about the emergent behavior
during the improvisation process are presented after the methodology section.

4. Conceptual Framework

A conceptual framework was developed for describing the improvisation process at
the level of individuals working and interacting with one another on the same construction
project. This framework also aims to illustrate the impacts of different factors relating to
improvisers and projects on the overall improvisational performance.

Improvisation in construction, similarly to other organizational settings, is usually
observed in case of emergent, unplanned, and/or unexpected situations [8]. In this study,
individuals in charge of supervising, executing, or planning for construction tasks are
called “planners”, who must plan regardless of their organizational position and may need
to improvise to address a problem and unplanned or unexpected work. Accordingly, in this
context, planners are viewed as potential improvisers, being the individuals who perform
improvisation tasks. When they need to improvise, their success in solving a given problem
depends on different influencing factors, which are addressed in the proposed framework.

Different types of influencing factors affect the way individuals improvise in construc-
tion and shape their improvisational outcomes, which include a set of problem-related
factors including: (a) level of complexity, which is the extent to which the problem is
undefined or unclear, and the complexity of the methods required to resolve the problem
via improvisation; (b) degree of novelty of the problem at hand; (c) trade interdepen-
dence, which is the number of trades on which a given problem depends; and (d) time
availability, or the amount of available time to generate an improvised action or decision
in order to resolve a problem [8]. Another type of influencing factors is related to the
improvisers themselves. Previous studies [8] show that the following are significant influ-
encing factors for improvisation in construction: planners’ (a) years of work experience,
(b) ability to react well to time pressure, (c) risk taking, (d) ability to communicate with
others, and (e) organizational background, which is the type of organizations they have
been active with.

The type of construction project in which improvisation is analyzed also plays a vital
role in impacting the improvisational process. Several distributions describe the level of
unforeseen uncertainty: (a) distribution of different kinds of problems inducing varying
degrees of improvisational requirements; (b) the distribution of improvisers with varying
personal criteria; and (c) distribution of types of improvisors and problems initiating
improvisation among different trades in a project.

After identifying influencing factors, improvisers complete a decision-making process
and generate their improvised decisions or actions accordingly. In this model, the success
of an improvised decision or action is measured by level of emergent waste, which is the
amount of waste produced as a result of improvisation, and task completion status, which
is the level of task completion or problem resolution after the improvised decision or action
occurs. For each incident of improvisation, improvisers may have one of the following
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outcomes: (a) task completion without waste (TC), (b) task completion with waste (TCWW),
or (c) task incompletion (TNC). Figure 1 illustrates this conceptual framework, showing
the main dynamics of the improvisation process in construction.
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5. Agent-Based Simulation Model

After developing a conceptual framework, ABM is used to model the dynamics of
improvisation among a group of individuals in construction using agent-based simulation.

Agent-based modeling (ABM) is an approach used to model complex systems for
the purpose of understanding, explaining, or analyzing how they work. “Agents” are
considered the main constituents of these systems; they are autonomous and interact
among each other and with their environment. A set of static and/or dynamic attributes
usually distinguishes them. An agent assesses its environment, interacts with the other
agents and the environment, and makes decisions [38]. Agents with different dynamic
attributes behave differently; however, the overall behavior of the system cannot be pre-
dicted. Hence, simulation is required to determine the inclusive emergent behavior of the
existing system [39]. Agents are the essential elements of an ABM model; they are typically
defined as being (a) autonomous, because they operate without the intervention of humans,
(b) social, because they interact with other agents and their environment through specified
algorithms, (c) reactive, because they are responsive to the changes in the environment,
and (d) goal-directed, because they perform actions and make decisions in order to achieve
certain goals [40].

The improvisation process and interactions are too complex and non-linear to be mod-
eled through regular analytical mathematics, whereas ABM allows continuous modeling
and simulation of interactions among different agents with various attributes and behav-
iors in a common environment. ABM uses a reductionist approach to convert real-world
processes or phenomena into simplified and understandable models, and it allows identifi-
cation of emergent behaviors resulting from multiple individual behaviors. In this study,
the overall improvisational outcome in a given construction project is the aggregation of all
individual outcomes within that project. The following subsections describe aspects of the
agent-based model.

The main environment is the construction project where construction individuals
perform their work and consists of two types of agents: (a) the planner, who is a potential
improviser, and (b) the problem that initiates improvisation.
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5.1. Agent Groups: Improvisers

As noted in the Introduction, five improviser-related factors influence improvisation
in construction: work experience, reaction to time pressure, risk assessment, ability to
communicate, and organizational background. These were used as criteria for classifying
improvisers. To quantify these criteria, a Likert scale ranging from one (“Lowest”) to
five (“Highest”) was used. Table 1 presents the designation of one of three levels for
each criterion based on its Likert rating. Adding these five scores for a total score per
improviser yielded three classifications: a total score greater than 17.5 was classified as
“Good improviser” (G), 7.5–17.5 as “Medium” (M), and less than 7.5 as “Not Good” (NG).

Table 1. Improvisers’ criteria and classification.

Score per
Criterion Experience Time

Reaction
Risk

Reaction
Ability to

Communicate
Organizational
Background

>3.5 High
(>10 years) High High High Empowering

1.5–3.5 Medium
(5–10 years) Medium Medium Medium Average

<1.5 Low
(<5 years) Low Low Low Traditional

The distribution of improvisers related to trades involved in the project is identified
next. This model assumes there are three different trades within a typical project: A, B, and
C. Improvisers may work in either one or more than one trade. For more than one trade, a
person is classified as Common.

Next, corresponding behavioral states during improvisation were determined. Each
improviser completes a decision-making process to generate an improvised outcome when
a problem requiring improvisational efforts occurs. Figure 2 shows the state chart of an
improviser in the simulation model. Initially, an improviser is in the “Working” state.
When an issue arises, they move into a state of “Identifying the problem”, during which
they analyze the problem at hand. Based on the analysis, they either identify the need to
improvise, which is the “Preparing for an improvised decision” state, or they fail to identify
the need to improvise and go back to “Working”. After preparing for improvisation, an
improviser’s decisions may solve the problem with (TCWW) or without (TC) producing
waste, or they might not solve the problem (TNC).
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Transitions between states follow a probabilistic path, but probability value depends
on the classification of the improviser as G, M, or NG. The probability of moving from
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“Identify problem” to “Preparing to improvise” is greatest for G improvisers and least
for NG improvisers. Regarding the transition from “Preparing to improvise” into the
outcome state of TC, TCWW, or TNC, the conditioned probability depends not only on the
improviser’s type but also on the type of problem that occurs. This transition is explained
in detail after depicting the problem–agent group.

5.1.1. Initial Experience

Each agent or improviser has a given initial experience according to their type (G, M,
or NG) based on their past improvisational knowledge. This initial experience can change
as agents experience new improvisational tasks. They may even work or collaborate with
other improvisers within the project. For modeling, this range was divided equally into
three sub-ranges that each correspond to one group of improvisers: G = 3.6–5.0, M = 1.5–3.5,
and NG = 0.0–1.4.

5.1.2. Self-Experience

Self-experience reflects the aspect of improvisational experience that the improviser
attains. Thus, it depends on how much the improviser encounters problems that require
improvisational efforts as well as past improvisational outcomes, such as whether an
improviser has completed several improvisational tasks without producing waste (TC;
most effective in increasing self-experience), completed tasks with waste (TCWW), or could
not completing any improvisational tasks (TNC; least effective). Moreover, the change in
the score of the self-experience differs based on the improviser type. NG improvisers have
the greatest potential to learn, since they lack the required improvisational knowledge,
while G improvisers learn the least. Table 2 depicts the equations describing how experience
changes according to the type and the number of past improvisational outcomes.

Table 2. Improvisers’ self-experience.

Improviser Type Formula of Self-Score Upper Limit

G (G1·TC) + (G2·TCWW) + (G3·TNC) G-Limit
M (M1·TC) + (M2·TCWW) + (M3·TNC) M-Limit

NG (NG1·TC) + (NG2·TCWW) + (NG3·TNC) NG-Limit

5.1.3. Interaction among Improvisers

Improvisers working together can attain experience through interacting with each
other where an interaction score of a given improviser would increase as they interact with
another improviser in the same trade, called the “interactor”. Increase in the interaction
score depends on both improviser and interactor. The model assumes that the most
beneficial interaction occurs when an NG improviser interacts with a G improviser, and
the least beneficial interaction occurs when a G improviser interacts with an NG interactor.
Table 3 presents different types of interactions. Each type of interaction occurs for each
improviser in the model at a certain Poisson rate, where the score of interaction increases
by one of the presented factors depending on the type of interaction.

Table 3. Interaction among different types of improvisers.

G M NG

G X1 Y1 Z1

M X2 Y2 Z2

NG X3 Y3 Z3

5.1.4. Effect of Change in Experience on Improviser’s Behavior

Increase in self-experience and interaction score also increases improvisers’ total
improvisation experience, which in turn enhances the behavior of an improviser by an
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increase in the probability of a TC result and a decrease in the probability of a TCWW or
TNC result. In this model, the probabilities change by a decimal factor K (see Equation (1)),
which is less than one. This factor is calculated based on an exponential learning equation
derived analytically by several researchers [41] to account for the exponential learning
effect. Accordingly, K greatly depends on the total experience, which is the sum of the
initial experience, self experience, and interaction scores. As the experience increases, K
increases exponentially. The rate of its increase decreases with time and reaches an upper
asymptotic limit E.

K = E × (1 − e−Total experience) (1)

5.1.5. Improvisers’ Parameters and Variables in AnyLogic

Identifying the improvisers’ parameters and variables is essential for the rationale of
the model. The type of an improviser (G, M, or NG), the trade in which the person works
(A, B, C, or “Common”), and the initial experience (random value from the pre-defined
score range) is three main static parameters for the “improviser” agent.

The score of self-experience, interaction score, total experience (sum of initial experi-
ence, self-score, and interaction score), number of faced problems, number of TC, TCWW,
and TNC outcomes, and the factor K are variables for improvisers. Moreover, the “interac-
tor” is an improviser-type variable and is selected randomly by each improviser at a certain
Poisson rate. Data sets were created to track how the variables related to the experience of
an improviser change during the time of simulation. The data sets “Self-Score”, “Interac-
tion”, “Total Experience”, and “Learning Value” are used to regularly store the changing
variables of self-experience score, interaction, total experience, and K, respectively. Table 4
presents the improvisers’ agent parameters, variables, and related events along with their
types and initial values in the simulation model.

Table 4. Summary of improvisers’ parameters, variables, and related events.

Property Name Type Initial Value

Parameters
Improviser type String G, M, NG

Trade String A, B, C, Common
Initial experience Double 0–5

Variables

Self-score Double 0
Interaction score Double 0
Total experience Double Initial experience

Interactor Agent -
K Double 0

Problems managed Integer 0
TC Integer 0

TNC Integer 0
TCWW Integer 0

Events
Update self-score Cyclic -

Update interaction score Rate-triggered -
Update variables Cyclic -

5.2. Agent Group: Problems

Problems that require improvisational efforts to be resolved in a construction project
are modeled as agents forming an agent group or population. In reference to the conceptual
model, such problems have a set of criteria that determines its significance or complication.
These criteria are: level of complexity, degree of novelty, trade interdependence, and
time availability. Analysis of the time needed for an improviser to solve different types
of problems is out of the study’s scope. Hence, the model does not consider the “time
availability” as a parameter for a problem that requires improvisation. Instead, the model
assumes that all problems impose the same time pressure on improvisers to come up
with a solution. The author considers the degree of novelty and level of complexity as



Buildings 2022, 12, 1608 10 of 20

classification criteria to differentiate between different types of problems. For the degree
of novelty, problems that never happened before are classified as “New”; however, in
cases where similar problems or instances happened during past operations, problems are
considered to be “Repetitive”. Regarding level of complexity, problems are categorized in
the model into either “Simple” or “Complex”. Therefore, according to such classification,
the possible types of problems are new and complex (NC), new and simple (NS), repetitive
and complex (RC), and repetitive and simple (RS), as shown in Figure 3.
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Another related parameter is the type of trade in which a problem occurs. A problem
may occur in a single trade (A, B, or C) or in more than one trade (Common). In the
ABM model, the proportions of each type of problems (NC, NS, RC, RS) and the propor-
tions of each type of problems’ trades (A, B, C, Common) are defined through custom
probability distributions.

Upon generation of a problem, it is directly in the state of “Detected”. Subsequent
states are determined based on the selected improviser’s outcome of TC, TCWW, or TNC.

5.3. Main Environment: Construction Project

The main environment includes the agent groups, variables, parameters, events,
collections, and plots necessary for the model’s rationale and setup. The main environment
of the proposed model is a construction project in which all improvisers work and interact
together, and different types of problems are generated.

Several events are present in the main environment: (a) “Problem initiator”, (b) “Up-
date problem”, which is a cyclic event that updates the values of variables, and (c) “End”,
which stops the simulation as the project’s duration ends.

Important variables related to the improvisers’ behavioral-state charts are defined
in the main environment, since they depend on both types of agents: improvisers and
problems. These variables are as follows:

• PImprovise: probability of an improviser to identify the need for improvisation; hence,
the state changes from “Identify problem” to “Preparing to improvise”.

• PCompleted: probability of an improviser to solve a problem without producing
wastes, hence changing to “TC”.

• PNotCompleted: probability of an improviser not to solve a problem (moving to “TNC”).
• PWaste: probability of an improviser to solve a problem while producing waste

(moving to “TCWW”).

Variables are updated whenever a problem is generated, and an improviser is selected
to solve that problem. They depend on the type of generated problem and the type of the
selected improviser. The model inputs include: project duration; rate of problem’s occur-
rence; size of improvisers’ population; percentage of G improvisers per trade; percentage of
M improvisers per trade; percentage of NG improvisers per trade; problem-type probability
distribution; problem-trade probability distribution. The model outputs include: total
percentage of TC; total percentage of TNC; total percentage of TCWW; and improvisational
profile of improvisers. Figure 4 shows the flow of the process in the simulation model.
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6. Survey Implementation and Analysis

AHP can be used to assign weights to multiple factors contributing to a given problem.
It is a measurement method based on pair-wise comparisons and dependent on judgments
to derive priority weights. In this study, the aims of using a survey were to quantify (1) the
effect of improvisational practices of TC, TNC, and TCWW on the self-experience score of
an improviser, hence determining the coefficients of the equations shown in Table 2, and
(2) the probabilities of possible improvisational outcomes.

The survey is divided into four main sections and starts with a brief introduction about
the research topic. The survey explains the scaling system adopted from [42] and used to
answer the survey questions. Section 1 of the survey addresses the effect of improvisational
practices TC, TNC, and TCWW on an improviser’s experience. Sections 2–4 are designed
for G, M, and NG improvisers, respectively, and are used to compare the effect of improviser
type and problem type on outcome probabilities. In these sections, respondents are asked
to compare the impact of different types of problems on the likelihood of three possible
outcomes: TC, TCWW, or TNC. Table 5 summarizes the criteria compared and the specific
goal for each question in the survey.

Construction experts were asked to complete the survey through semi-structural
interviews. A total of 20 construction experts participated in the survey. About 60% had
more than 10 years of experience in construction management, and 40% had more than
3 years of work experience.

Data gathered from the responses comprise pair-wise comparisons for multiple criteria.
First, individual comparison judgements from participants are combined to produce a
single comparison matrix. Next, proper mathematical procedures are applied in order to
estimate the target weights per criterion. In this study, RStudio along with Excel functions
were used to perform analysis and compute the weights.

After computing the corresponding weights, they were analyzed and included in the
model’s rationale. Regarding Section 1 of the survey addressing improvisers’ experience,
the effect of TC, TCWW, and TNC on the experience of different types of improvisers
is quantitatively described through considering the computed weights of importance.
Table 6 presents the equations related to the experience of improvisers (based on those
in Table 2). Note that the weights of importance obtained from the survey are embedded
in the coefficients of the equations. For Sections 2–4 of the survey, weights related to the
likelihood of improvisers to finish with TC, TNC, and TCWW are quantified according to
the resulted weights of importance for each simulated project.
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Table 5. Criteria and goal for each survey question.

Section Question No. Criteria Compared Goal

1 1
G improviser
M improviser

NG improviser

Effect of TC on
self-experience

1 2 Effect of TCWW on
self-experience

1 3 Effect of TNC on
self-experience

Any problem type: New and
Complex (NC), Repetitive

and Complex (RC), New and
Simple (NS), Repetitive and

Simple (RS)

Effect on the likelihood of a
G improviser to have an

outcome of:
2 4 TC
2 5 TCWW
2 6 TNC

Effect on the likelihood of an
M improviser to have an

outcome of:
3 7 TC
3 8 TCWW
3 9 TNC

Effect on the likelihood of an
NG improviser to have an

outcome of:
4 10 TC
4 11 TCWW
4 12 TNC

Table 6. Survey results for self-experience.

Improviser Type Formula for Self-Experience Score

G (0.0015 × TC) + (0.0025 × TCWW) + (0.0045 × TNC)
M (0.0025 × TC) + (0.0035 × TCWW) + (0.003 × TNC)

NG (0.006 × TC) + (0.004 × TCWW) + (0.0025 × TNC)

7. Model Verification and Validation
7.1. Verification

Five procedures are followed to verify the developed simulation model as per Bennett
et al. (2013) [36]. First, the model’s aim, scale, and scope are assessed. In this study,
the aim of the simulation model was modeling the improvisation process in construction
projects to predict the outcomes of different improvisational practices. Second, the data
are characterized for testing and calibration. For this project, the input data were verified
through obtaining real data from five large projects, as discussed in the following section.
Third, visual performance is analyzed to detect non-modeled behavior. Fourth, basic
performance criteria are selected, which for this study are the correlation coefficients
and the corresponding regression analysis. Finally, advanced and refined methods are
considered to ensure delivery of the intended objectives from the simulation model.

7.2. Validation

A combination of four approaches to determine the validity of a model is applied as
per Sargent (2013) [37]. One approach applied in this study is animation, where the model’s
operational behavior is graphically displayed over a short time interval, allowing for better
visualization of the flow of the model’s behaviors and decisions.

Another approach is face validation, where experts of the original system are consulted
in order to validate the developed system’s logic and the inputs and outputs’ reasonability.

An extreme conditions test is applied by inserting the worst possible inputs (e.g., great-
est percentage of NG improvisers) and the best possible inputs (e.g., greatest percentage of
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G improvisers). The results of each scenario reflect the expected outcomes. In the worst
scenario, the percentage of TCN is greatest, while in the ideal scenario, the percentage of
TC is greatest.

Finally, parameter variability–sensitivity analysis is applied. This approach consists of
changing the values of the inputs of the model to determine the impact on the output [37],
as shown in the following section “Simulation Experiments”.

To investigate improvisation practices in real-life projects and validate the inputs
of the developed model, improvisation data for actual projects are used. Data for this
study were acquired from a previous research study where an extensive survey was
conducted among construction employees on five large construction projects to explore
the dynamics of improvisation in construction [8,15]. Table 7 presents the main inputs
and outputs of the model in each project. The output represents the overall percent of
TC and TCWW in each project after one year of work, with a passion-based rate of one
problem per day. The acquired data are utilized as input validation for the developed
simulation model, from which the classification of improvisers as G, M, or NG is used in
the simulation experiments.

Table 7. Project inputs and outputs.

Project No., Type % Manager
Improvisers

% Laborer
Improvisers

% Classification of Improviser % Overall
TC and TCWW

G M NG TC TCWW

1, Residential 60 40 70 15 15 75.3 7.5

2, Residential 80 20 50 35 15 71.56 11.0

3, Residential 40 60 30 35 35 51.2 11.1

4, Residential 90 10 84 8 8 85.7 6.0

5, Healthcare 80 20 50 35 15 40.7 20.6

The collected data describe the personal criteria and organizational backgrounds of the
main improvisers on each project. Accordingly, improvisers are classified into G, M, and
NG based on the scores of their improvisation-related criteria. Therefore, the distribution
of improvisers’ types in each project is used as input for model runs. In addition, the
analysis of data related to the distribution of the types of problems revealed that the
previously mentioned types of problems are equally distributed for all projects except for
the healthcare project (Project 5), where the likelihood of occurrence of NC problems is
about 0.5. For inputs related to the problem-trade and improviser-trade distributions in
each project, the available data did not consider the effect of the trades in the analysis of
improvisation. Therefore, the authors did not differentiate between trades while running
the model for each project.

7.3. Simulation Experiments

For further analysis, three main simulation experiments were designed and imple-
mented using the proposed ABM model. These experiments aimed at studying the effect
of changing the distribution of improvisers’ types on the overall improvisational outcomes
and examining the potential of developing significant regression models that predict the
expected portions of different improvisational outcomes. Experiments 1, 2, and 3 focused
on changing the percentage of G, M, and NG improvisers, respectively, while keeping
other influencing factors intact. This is achieved by changing the percentage of one type
of improviser from 0 to 100 percent by increments of 10 percent while keeping the other
two types equally distributed. Table 8 summarizes the inputs of the three experiments.
Note that each distribution of improvisers is considered a single simulation that is repeated
50 times with a new random-number seed to account for the stochastic nature of the im-
provisation process. In all experiments, the project duration is 1 year, the rate of problems’
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occurrence is one per day, the number of improvisers is 15, and problem types and problem
trades are equally distributed. In these experiments, the percentages of TC and TCWW are
the response variables of interest, since these are the preferred outcomes for construction
professionals (rather than failure). Once the anticipated portions of TC and TCWW are
computed, other portions related to either not completing or ignoring an improvisational
task can be inferred.

Table 8. Inputs of simulation experiments.

Input Experiment 1 Experiment 2 Experiment 3

% G per trade Variable Constant Constant
% M per trade Constant Variable Constant

% NG per trade Constant Constant Variable

After running different scenarios while varying the percentage of each type of impro-
viser at a time, the percentages of TC and TCWW were recorded over one year. Before
analyzing any potential regression model, Pearson correlation factors between the per-
centage of TC and the percentage of each of G, M, and NG improviser were calculated. A
similar calculation was performed for the TCWW.

To check for any potential multi-collinearity problem, the variance inflation factor
(VIF) is computed for each case. VIF quantifies the severity of multi-collinearity in ordinary
least squares regression analysis, providing an index that measures how much the variance
of an estimated regression coefficient increases because of collinearity.

The following are the equations of the linear regression models:

%TC = (0.004447 × (%G)) − (0.003286 × (%NG)) + 0.4932778 (2)

%TCWW = (−5.851 × 10−4) × (%G) + (7.339 × 10−4) × (%M) + 0.103 (3)

8. Results and Discussion
8.1. Survey Data

Analysis of results from Section 1 of the survey showed that G improvisers learn the
most from the tasks that they fail to complete through improvisation (high TNC coefficient)
and the least from the tasks that they successfully complete (low TC coefficient). This
can be interpreted to mean G improvisers have high knowledgeability in improvisation
and can only improve when they fail to properly improvise and then learn from their
mistakes. Conversely, NG improvisers ultimately learn the most from the tasks that they
have completed successfully through improvisation. M improvisers will gain the same
experience from the three possible outcomes.

8.2. Discussion of Validation

As noted, the model’s inputs were validated by considering the scenarios of five
large projects. In each project, improvisers who are responsible for executing the work are
classified based on their job titles (managers or laborers) and improvisational capabilities
(G, M, or NG).

After running simulation experiments for each project, several outcomes are reported.
As shown in Table 7, for Projects 1 and 2, manager improvisers are more than laborer
improvisers. The percentage of G improvisers in Project 1 is greater than that in Project 2;
however, the results related to TC and TCWW are not much affected since the change in
the types of improvisers occurs only between G and M improvisers, where the portion of
NG improvisers is constant among both projects. For Project 3, the laborers dominate as
the percentage of managers drops to 40%. The resultant number of TC has considerably
decreased since the percentage of NG improvisers has increased by an increment of 20%, in
comparison to Project 2. However, the percentage of overall TCWW in Project 3 remains
constant as that in Project 2; this means that the increase in the number of NG improvisers
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has a much greater effect on the outcomes of TC than TCWW. Most improvisers in Project 4
were managers and G improvisers. Consequently, about 85% of the improvisational tasks
were completed successfully without producing wastes (TC), and about 6% of the tasks
were completed with waste (TCWW). Project 5 was a healthcare-type project, where the
likelihood of occurrence of NC problems initiating improvisation was nearly 0.5. Although
80% of improvisers were managers, and about 50% of improvisers were classified as
G, only 40.7% of improvisational tasks were successfully accomplished (TC), and 20.6%
were completed with waste (TCWW), while the remaining 38.7% were not completed
(TNC). This was due to the abundance of NC problems that may initiate improvisation
in projects where special and complicated systems are executed. Findings from Project 5,
described as a healthcare project with an abundance of new and complex problems, may
be compared to findings of a previous study by Menches and Chen (2013), where an
idiographic study of a journeyman electrician working on a hospital renovation project
was conducted [16]. In their study, results showed that during the disruption experiences
leading to improvisations, the subject either improvised a new task by performing an
entirely new task or improvised their work method by performing the same task in a non-
standard way. The first case of improvising a new task relates to the current study’s findings
of task completion (TNC), while the second case of improvising a new work method relates
to the current study’s findings of waste emergence (TCWW) as new methods may generate
wastes in time, materials, or both, despite the fact that the task itself was successfully
completed. In other words, TNC is represented by the instances when the subject reported
improvising an entirely different task, while TCWW is represented by the instances when
the subject reported improvising new work methods. Both TNC and TCWW validate the
current study’s findings from Project 5, showing relatively low TC values compared to
those of TCWW and TNC combined.

Finally, it is worth mentioning that in cases where managers dominate, the percentage
of G improvisers was greater than for NG and M improvisers.

8.3. Discussion of Simulation Experiments’ Results

Results show that TC was positively correlated with the percent of G improvisers
and negatively correlated with the percent of NG improvisers. However, poor negative
correlation is detected between TC and the percent of M improvisers. Regarding TCWW, the
percent of G and M improvisers has strong negative and positive correlations, respectively.
Low correlation was calculated for the percent of NG versus the percent of TCWW. Zooming
into correlations related to G improvisers, the strong positive correlation observed between
the percent of TC and G improvisers and the strong negative correlation observed between
the percent of TCWW and G improvisers conform with results obtained in a previous
study conducted by Hamzeh et al. (2018) [8]. In that study, workers’ level of improvisation
represented by experience and type of organization they belong to was found to have a
significant impact on the task completion status and the level of emerging waste. Workers
with higher improvisation scores were found to be able to practice improvisation with a
higher task completion stratus and lower levels of emerging wastes than those with lower
improvisation scores.

Table 9 summarizes the corresponding correlation factors. To visualize the calculated
correlation factors and identify the potential type of regression between the response
variables and predictors, the percent of TC and TCWW are each plotted against the percent
of G, M, and NG improvisers, as shown in Figures 5 and 6, respectively.

Table 9. Pearson correlation factors.

Improviser Type % TC % TCWW

%G 0.88 −0.78
%M −0.084 0.84

%NG −0.8 −0.06
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The corresponding plots between the percent of G and TC, NG and TC, G and TCWW,
and M and TCWW show a linear relationship between each response variable and predictor,
indicating that these relationships can be modeled through linear regression. Therefore, the
significance of potential linear regression models and the corresponding hypotheses were
tested and analyzed. The following are the tested hypotheses:

Hypothesis 1. Percentages of G and NG improvisers on a construction project are significant
predictors of the percent of TC.

Hypothesis 2. Percentages of G and M improvisers on a construction project are significant
predictors of the percent of TCWW.

The null hypothesis is that all regression coefficients equal zero. After running the
regression test, the results show that the F value is significant for both Hypotheses 1 and 2,
where the corresponding p values are much less than alpha (0.05). In addition, t-tests for the
linear regression coefficients are significant, with 95% confidence interval. The interaction
between predictors was tested in both hypotheses and was not significant. Moreover, after
establishing the linear regression models, the residuals and standardized residuals were
plotted to check the underlying assumptions of linear regression. The plots show that
residuals are nearly normal, linear, and have constant variance, with no great leverage
points observed. For both linear regression models, the VIF values were less than two,
which ensures that multi-collinearity is negligible.

The percent of TC is nearly 50% when all improvisers are of “M” type (i.e., the
percentages of G and NG improvisers are zero). As the percent of G improvisers increases
by increments of 10% while holding that of NG improvisers constant, the percentage of
TC increases by around 4.5%. For every 10% increment increase in the population of NG
improvisers, while keeping the proportion of G improvisers constant, the percent of TC
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decreases by around 3%. Therefore, the impact of being a G improviser is slightly higher
than that of being an NG improviser.

The percent of TCWW is nearly 10% when all improvisers are “NG” (i.e., the per-
centages of G and M improvisers are zero). As the percent of G improvisers increases by
increments of 10% while keeping that of M improvisers constant, the percentage of TC
decreases by around 0.6%. However, for every 10% increase in the population of M impro-
visers, while keeping the proportion of G improvisers constant, the number of TC increases
by around 0.7%. Therefore, it can be inferred that improviser type has a much more intense
impact on the percent of TC than on TCWW. This result builds upon the results obtained
by the study by Hamzeh et al. (2018), where the improviser type was found to have an
impact on the task completion status and the level of waste emergence, without specifying
the extent to which each type impacts both indices. With the detailed analysis conducted
in the current study, a better insight into the dynamics of improvisational practices and
their impacts on both task completion and waste emergence was attained. Based on these
findings, considerable changes in the number of G and M improvisers should be made to
increase the number of emergent TCWW. However, a small increase in the population of G
and NG improvisers is capable of considerably changing the proportion of emerging TC.

These linear regression models can be used to anticipate the proportions of the prob-
lems requiring improvisational efforts and ending up either successfully solved or solved
with waste. Note that these equations predict the percent of TC and TCWW given that the
distribution of improvisers’ type is after one year of construction. However, to use these
two models, an important caveat is needed, which is that the different types of problems
are classified based on how the level of complexity and degree of novelty are equally
probable during construction and equally distributed between different trades. Hence,
no specific type of problems has a distinctive weighing factor over the other. This caveat
is there to cater to the standard or normal scenario where every problem has the same
likelihood to occur. If a specific type of problem initiating improvisation has a higher
likelihood than others, one can change the distribution of the type and trade of problems
and then re-run the same scenarios and analysis so that the linear regression models will
be adjusted accordingly.

9. Conclusions

Planning and control in construction are essential for enhancing the performance
of construction projects and mitigating problems related to uncertainty. Unfortunately,
problems related to unexpected uncertainties and shortcomings of planning methods
are bound to happen in any construction project. Therefore, one of the main issues that
construction personnel encounter sometimes is the inability to stay on the pre-planned
track during construction due to unexpected uncertainty, unforeseen conditions, or even
insufficient or improper planning. As a result, more time and effort are invested to come
up with solutions that would overcome such problems. In such cases, improvised solutions
may be developed to minimize losses and to maintain control of the construction process.
The aim of this study was to predict the outcomes of construction planning processes from
an improvisational perspective by better understanding the dynamics of improvisation.
The contribution of this study lies in guiding construction planners and decision makers
to better manage the problems of unexpected uncertainties through enhancing the overall
improvisational performance on a construction project.

The proposed ABM model was developed to study the improvisation process at the
level of a group of individuals working within different trades and interacting together on
the same project. The simulation model includes several types of parameters that greatly
influence the improvisational outcomes of the group. Interactions between improvisers
and the construction project, between improvisers and problems, and among improvisers
themselves are consider in the model. After setting out the ABM model, a survey was
conducted among construction experts to quantify certain behaviors related to improvisers.
Additionally, the developed model’s inputs were validated using data from five large-
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sized projects. Moreover, simulation experiments were conducted, and linear regression
modeling was performed to anticipate the overall improvisational outcomes in a given
project. The major findings of the study include the fact that managers are more likely to
improvise than laborers, high numbers of NG improvisers decrease that of successfully
completed tasks but have no substantial impact on the number of tasks completed with
waste, and NC problems in complicated projects tend to hinder the successful completion
of tasks.

This study imposes several practical implications and recommendations that aim
to enhance the management of unforeseen uncertainty in a construction project through
advancing the practice of improvisation. Planners and decision makers are advised to
consider the improvisational capabilities as well as the expected level of uncertainty for a
given project while predicting its performance. The following are several recommended
practices which decision makers can adopt to better enhance the overall improvisational
performance in a project:

• Improvisational capabilities of all construction planners in a given firm can record,
continuously update, and provide corresponding classification to be used for
future assignments.

• For construction projects associated with greater potential levels of unforeseen uncer-
tainties, a group of construction planners with suitable improvisational capabilities
can be staffed to properly manage such uncertainties.

• Random assignment of improvisational capabilities within a team of planners without
considering their trades’ requirements in a construction project cannot be made, since
it may not necessarily improve the emergent improvisational performance at the level
of that project.

• In case of shortage of G improvisational capabilities, staffing for a project can ensure a
fair distribution of improvisational capabilities within each team so that the benefits
of interaction upon improvisation are recorded.

Finally, several limitations of this research study are worth mentioning so that future
research work can be recommended. The main limitation of the proposed agent-based
model is the use of deterministic probabilities to describe certain behaviors of improvisers
(agents). Instead, probability distributions should be used to account for all possible
random behaviors. Identifying such probability distribution is beyond the scope of this
study and should be addressed in a future study. Moreover, the developed model does not
consider the time spent by each improviser (agent) to improvise, so time analysis was also
not included in this study. Future research could address incorporating time analysis into
the study for a more comprehensive and realistic analysis. Moreover, only the inputs of the
model were validated because of the limitations of available data. Further data collection
and more AHP responses are required to enhance the validity of the developed model.

For future research, this model can be applied in more case studies to validate the
model’s output and analyze improvisation in more types of construction projects so that
more recommendations for the industry can be achieved. The developed model could be
enhanced if probability distributions related to improviser behaviors are identified and
entered, rather than the deterministic approach. Furthermore, future research is recom-
mended to identify other influencing factors related to the improvisational performance of
a group of construction planners and incorporate the time factor in the developed agent-
based model. Future research work could also focus on analyzing the relation between
the improvisational outcomes in a construction project and certain corresponding key
performance indicators related to time or cost.
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