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Abstract This article proposes a novel ultra-low power,
tunable, and asynchronous baseband ar chitecture for joint radio-
frequency (RF) wakeup and charging receivers. The designed
system switches between the wakeup and charging operations
based on the type of the received RF signal. To our knowledge,
the proposed system isthe rst of a kind that introduces multiple
power states to reduce the energy consumption by sequen-
tially activating minimal components required for RF wakeup
or charging. The fabricated prototype, using off-the-shelf com-
ponents, features a sensitivity of 40 dBm, a bit rate of 500 bps,
and a current consumption of 225 nA at a bias voltage of 2.6 V
in the listening state. Current consumption is estimated at 3.225
and 13.725 pA while processing the preamble and bit sequence,
respectively. The address detector is powered OFF during charg-
ing to reduce the system s current consumption to 150 nA. Our
experimental results show that shutting down the address detec-
tor during charging reduces charging time and allows charging
from received power levelsthat areaslow as 6 dBm. We demon-
strate that operating the detector with multiple power modes
reduces its current consumption and enhances its noise immu-
nity when compared to conventional address detectors with two
power modes of operation.

Index Terms Address detector, multipower  mode,

radio-frequency (RF) wakeup, ultra-low power.

|. INTRODUCTION AND BACKGROUND

HE SWIFT adoption of Internet of Things (1oT) is

enabling new applications in health, agriculture, and
industry by transforming ordinary objects into autonomous
devices capable of exchanging information [1]. Deploying
loT devices in hard-to-reach and hazardous locations poses
formidable challenges. A particular concern is maintaining
a reliable source of energy and minimizing power con-
sumption [2]. Radio-frequency (RF) energy harvesting has
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Fig. 1. Generic structure of WuURXx designs in the literature.

emerged as a solution to satisfy energy requirements, thanks
to the prevalence of ambient wireless signals [3]. Still,
the energy extracted from ambient RF sources is limited
and requires careful management to eliminate unnecessary
drain [4].

A common approach to reduce the power consumption of
loT devices is operating them for a short time in predefined,
reoccurring schedules, i.e., by relying on duty cycling [5], [6].
This method significantly decreases the power consumption
outside of the scheduled operating windows. However, it suf-
fers from the drawbacks of idle listening and high latency [7].
wakeup receivers (WuRx) [8], [9] have been proposed to
address these issues by allowing power-hungry components
to remain inactive during idle times [10]. The design of
WuURX presents many challenges and tradeoffs. Strict power
constraints limit their ability to listen to and process coded
messages [7]. Furthermore, ambient noise poses a problem as
it leads to false wakeups and increased power consumption.

The available RF wakeup methods follow diverse techniques
that target different components in the receiver chain, seen in
Fig. 1. Nevertheless, all efforts converge to the single goa of
offering enhanced performance at a reduced power consump-
tion. For example, the power consumption of the WuRx in [11]
is reduced by 29% by lowering the low-noise amplifier (LNA)
gain during the listening. On the other hand, the work in [12]
uses a passive, high-Q transformer/filter to achieve a passive
gain of 25 dB.

Multiple efforts target power savingsin the baseband. A con-
ventional WuURX baseband architecture is shown in Fig. 2(a).
Thereceived signal is demodulated by an envel ope detector and
adata dlicer, and a correlator examines the seria bit sequence.
The corrélator is either permanently powered ON [12]-{20],
duty cycled [6], or placed in a low-power mode [21]-{26].
Additionally, a local oscillator generates the clock required
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Fig. 2. (a) Conventional wakeup baseband architecture. (b) Proposed archi-
tecture offering combined wakeup/harvesting, coded preamble detector, clock
extraction, and ON/OFF switching of baseband components.

for synchronization [6], [12]{16], [18], [20], [21]. A com-
mon baseband implementation is presented in [22], where
a microcontroller is used as a hit correlator. The design has
a power consumption of 152 nW and 63 W in the listening
and active states, respectively. A preamble detector is used for
interference rejection and to avoid false trigger of the micro-
controller. In [23], a combined RF energy harvester and WuRXx
uses the harvester as a demodulator, allowing the transmitter
to encode awakeup signal (WuS) while charging the receiver’s
battery. The circuit in [25] issimilar to [22] and [23] by imple-
menting a noise-filtering preamble detector. The bit sequence
is decoded by a serial periphera interface (SPI) driver that
communicates with a microcontroller at low power mode 3
(LPM3), consuming only 2.7 W.

Combining the WuURx with an energy harvester offers the
advantage of using a single antenna and rectifier for both
tasks [27]. However, it adversely impacts the performance
due to loading of the receiver [10]. Masuch et al. [10]
suggested isolating a 2.4 GHz transceiver from harvesting
by relying on the difference between the receiver and har-
vesting power levels. Nonetheless, it is challenging to use
this approach when harvesting from low-power levels [9].
Moreover, the combined structure complicates the task of
interference avoidance since the rectifier’'s output voltage
represents added noise for the baseband [25]. The added
noise activates the bit correlator [22], [25] or causes a
false wakeup of the loT device [22], [23], [25]. The avail-
able solutions implement a preamble detector for interference
avoidance [21], [25] or synchronization [6], [11], [16], [21],
[28], but do not consider the preamble’s potential for car-
rying instructions. The coded preamble concept has been
suggested to enhance the WuS's data delivery efficiency and
improve noise immunity [29]. Additionally, some designs
implement external clock extraction to reduce the power
consumption [5], [30], [31].
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This article proposes a novel baseband architecture for a
WuURX that shares a rectifier with a harvesting system. The
architecture of the suggested approach is shown in Fig. 2(b).
The rectifier's output is harvested to charge the energy stor-
age, and the stored energy is used to power an 0T device.
The receiver baseband is powered by an independent battery
to ensure a stable, continuous power source. It can also be
configured to share the energy storage element with the loT
device. In addition, baseband threshold detection is used for
harvesting/receiver switching. We implement multiple power
states to reduce the average current consumption by activating
the minimal components required for processing the WuS. The
system supports clock extraction, and contains a coded pream-
ble detector for an enhanced noise immunity and addressing
capability.

The article’s contributions are as follows.

1) Design, implement, and test a novel address detector
for 10T devices that leverage a combined RF harvesting
and wakeup ability. The circuit achieves a 40 dBm
sengitivity without an active RF amplification stage
and features a hit rate of 500 bps and a current con-
sumption that is as low as 225 nA in the listening
State.

2) Design and implement a coded preamble detector that
enhances the address detector’s data delivery efficiency
and immunity against interference. The coded preamble
precedes the bit sequence and can be used to extend
the addressing range or implement advanced techniques,
such as multicast addressing capability [32].

3) Propose multiple power states to reduce the average cur-
rent consumption. The detector sequentially activates the
minimum components required to process the WuS, con-
suming only 225 nA during listening. To the best of
our knowledge, this work presents the first of a kind
design that maintains the bit correlator powered OFF
while processing a coded preamble.

4) Redlize an asynchronous solution by extracting the
bit correlator's clock from the PWM-modulated bit
sequence, removing the need for a local oscillator and
bit oversampling that is implemented in most other
solutions.

5) Provide an analytical assessment of the designed cir-
cuit’'s operation. The results indicate that introducing
multiple power states reduces the detector's average
current for any application scenario involving wakeup
and charging. It has also been shown that operating
in multiple power states enhances the detector’s noise
immunity when compared to traditional designs in the
literature.

The remainder of thisarticleis organized as follows. Section |1
presents an overview of the system components and describes
the address detector’s power modes. In Section I, we pro-
vide a detailed description of the system at the circuit level.
Section 1V describes the fabrication, testing, and experimen-
tal verification of a prototype using off-the-shelf components.
Section V provides an analytical study to determine the
average current consumption under noiseless and noisy envi-
ronments. In Section V1, we provide a comparison with similar
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Fig. 4. Charging and WuSs transmitted by the WuTx. The WuTx can switch
between the two operating modes by transmitting continuous and modulated
signals [33].

designs in the literature. Finaly, conclusions are drawn in
Section VII.

[I. SYSTEM DESCRIPTION
A. System Block Diagram

1) Transmitter Operation: A block diagram of the overall
system is shown in Fig. 3. The transmitter is composed of an
RF signal generator and an antenna. It operates by switching
between continuous charging signals and modulated WuSs,
as seen in Fig. 4. The figure shows an example of a WuS
composed of a coded preamble followed by a bit pattern of
(1011). The WuUS is composed of the following elements.

1) A coded preamble generated by a signal burst at fo GHz
that lasts for a specific duration. The preamble is demod-
ulated at the receiver into a pulse with a specific width
that determines its unique vaue.

2) The preamble is followed by a guard time with a period
of g1 [seconds].

3) An 8-bit sequence composed of PWM-modulated bursts
at fo GHz with two distinct periods representing the bit
0 and bit 1.

4) The bit bursts are separated by a guard time with a
period of g [seconds].

The addressis designed such that the preamble islarge when

compared to the bit sequence.

2) Receiver Operation: A WuURX is implemented at the
receiver side to process the WuS. An address detector exam-
ines the demodulated WuS to wakeup the 10T device. The
detector generates a trigger only if the following two condi-
tions are satisfied.
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Fig. 5. Address detector block diagram.

1) The width of the demodulated preamble matches the

value configured in the WuRX’'s hardware.

2) The hit pattern following the preamble matches the value

tuned in the WuRX's hardware.

The receiver uses the same antenna for harvesting and
wakeup functions. The antenna is followed by an impedance
matching network and a rectifier that converts the input signal
to DC voltage to power the |oT device. The rectifier functions
as a demodulator that converts the received WuS into digital
pulses, as shown in Fig. 4. Furthermore, it converts the input
power to a voltage accumulated in an energy storage element
via a passive power management unit (PMU) that we designed
and tested in [9]. The PMU is always operating and it charges
the energy storage whenever the input power level exceeds a
minimum threshold.

An address detector is implemented at the receiver to trig-
ger the IoT device when it receives a WuS with the correct
address. The antenna, rectifier, and address detector form a
WuURx. Unlike the PMU, the address detector is an active
component with an independent power source, and therefore
must be kept in a low-power mode to reduce its power con-
sumption. The address detector receives demodulated WusSs,
continuous charging signals, and noise signals. It must oper-
ate with minimal power to process WuSs, switch OFF when
recelving continuous charging signals, and demonstrate high
noise immunity.

B. Address Detector Block Diagram and Power States

The address detector is composed of several units to process
the WuS and control power delivery to active components.
Fig. 5 shows the architecture of the address detector. Two
units are responsible for examining the WuS: 1) a pulse
width detector (PWD) that we designed and tested in [9]
and [34] processes the width of every incoming pulse from
the data dlicer and 2) a bit correlator examines the received
bit sequence. The circuit remainsin the listening state when no
signal isreceived from the rectifier and reduces its current con-
sumption to the nano-amp range. The data dlicer, auto-power
off unit, and the threshold detector remain powered ON in this
state, as shown in Table I.

The data dlicer converts the rectifier's output into digi-
tal pulses when the input power level exceeds its minimum
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TABLE |
ADDRESS DETECTOR POWER STATES

[ State | Active Components |
Listenin Data slicer; Auto-power off;
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Fig. 6. Address detector power consumption states. The circuit constantly
spins in a power state machine to reduce the average current consumption.

threshold. Furthermore, the auto-power off unit constantly
monitors the output of the data slicer. It generates a positive
control signal to connect power to the PWD through power
switch S when a signal exceeding the data slicer’s minimum
sensitivity is detected. The circuit moves to the processing
preamble state as shown in Fig. 6 to determine if the width
of the pulse generated by the data slicer matches the config-
ured preamble width. The PWD generates a positive control
signal to connect power to the bit correlator through power
switch S if the received pulse width matches the configured
value. The circuit moves to the processing bit sequence state
when the bit correlator is powered ON, as demonstrated in
Fig. 6. Conversely, the circuit returns to the listening state if
the received pulse is not matched.

In the processing bit sequence state, the bit correlator
inspects the bit sequence to determine if it matches the tuned
sequence. The current consumption of the address detector
reaches its peak value at this state because all components
are active, as seen in Table I. The bit correlator generates a
trigger to the IoT device when the bit sequence is matched.
The PWD and hit correlator are powered OFF after the detec-
tor generates the trigger because the auto-power off timer is
configured to automatically disconnect power from the PWD
after a configurable period, as will be shown in Section Il1.

The voltage threshold detector operates as an RX/harvesting
switch by constantly monitoring the output of the data dlicer
to determine if the address detector must be shutdown dur-
ing charging operations. It generates a negative control signal
to disconnect power from the auto-power off circuit through
the power switch S3 when its threshold is exceeded. The
circuit moves to the charging state and remains in this
state if the voltage sampled from the data dlicer remains
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above the threshold detector’s configurable threshold. By shut-
ting down the auto-power off timer, the address detector
is effectively disabled, and the detector reduces its current
consumption to the nano-amp range. The threshold detec-
tor's sample voltage decreases after the continuous signal is
removed and the circuit returns to the listening state after
charging.

The circuit keeps switching its power mode between the
states shown in Fig. 6 for any signal generated by the data
dicer. Nevertheless, it is configured to aways return to the
listening state and remain in this state if the data dlicer does
not generate any pulse for a configured period. The circuit
implementation is described in detail in Section I11.

[11. CIRCUIT DESCRIPTION
A. Operation in the Listening Sate

The circuit diagram of the address detector, highlighting
its different units, is shown in Fig. 7. In addition, the fig-
ure shows the status of the three power switches (5-S3) in
each power state. The address detector operates in the lis-
tening state while the input signal level is below the data
dlicer’s minimum threshold. The data slicer converts the rec-
tifier’s output voltage at point (1) in Fig. 7 into digital pulses.
The data dicer and the RX/harvesting switch remain pow-
ered ON in al states. The data slicer is implemented using
a nanopower comparator C; [35]. Its negative input is con-
figured with a threshold using the voltage divider of Ry and
Ri0, which determines the address detector’s sensitivity. The
threshold is set to the minimum offset voltage to maximize
the detector’'s sensitivity, while remaining above the com-
parator's hysteresis voltage. The data dlicer's sensitivity is
also impacted by temperature variations. At 25 C, the com-
parator's minimum input offset is —3 mV, which increases
to —22 mV when the temperature is above 100 C. In our
previous work [34], we found that operating the circuit in
a hoisy environment leads to a higher average current con-
sumption and false wakeup probability. Therefore, the data
dlicer can be configured with an adaptive threshold to enhance
the noise immunity of the circuit when implemented in noisy
environments [28].

B. Operation in the Processing Preamble State

The circuit moves to the processing preamble state when
a pulse appears at the output of the data dicer. The R; Cy
circuit (see Fig. 7) charges on the output of the data slicer, and
power is connected to the PWD through power switch S when
the accumulated voltage exceeds the auto-power off timer's
threshold (see Fig. 8, at time tp). The auto-power off timer's
threshold is configured to a value that is below the D-latch
threshold of 1.2 V to connect the source power to the D-latches
when the preamble is received. Fig. 8 exhibits alogic diagram
of the PWD operation during the processing preamble state.
The voltage at R;C; exceeds the threshold of D-latch D; and
the voltage at R11C4 remains below the threshold of D-latch
D, only when the tuned pulse width is received. D-latches
D1 and D [36] generate a value of 1 and O at their respective
output Q-pins at timetz. The 1 and 0 values appear at the XoR
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width is matched.

gate [37] at time t4 and the PWD outputs a control signal that
activates power switch . The PWD can be tuned to detect
different widths by varying the values of the R;C; and R11C4
circuits [9], [34], [38].

The process shown in Fig. 8 is repeated for every pulse
received by the PWD. The PWD’s output controls the power
delivery to the bit correlator through S. Therefore, it must
remain high when processing the hit sequence. To avoid
switching the PWD output from high to low when the first
bit is received, an RC circuit is connected to the EN pins
of D1 and D3. The D-latches are only enabled if the voltage
at RgCz exceeds the threshold (see Fig. 8, at time tp). The

D-latches when the bit sequence is received after the pream-
ble. On the other hand, it should remain small enough to enable
the D-latch when the preamble is received. The bit sequence
is composed of pulses with a shorter period than the shaded
area (between time t; and ty).

C. Operation in the Processing Bit Sequence Sate

In the processing bit sequence state, al units in the address
detector are powered ON. The bit correlator demodulates the
PWM-modulated 1 and O bits and their values are recorded
in paralel in a shift register [39] that can store up to 8
bits. A demodulator composed of the Ri5Cs circuit and one
active component, inverter Ny, is connected to the serial port
of the shift register. Clocking is extracted from the PWM-
demodul ated bit sequence by inverting the signal using inverter
N2, as shown in Fig. 9. The value recorded on Ry5Cs is pushed
to the seria port after the bit is removed, i.e, at the start
of the guard time g, and the value of g, is selected such
that the RisCs fully discharges before the following bit is
received. The Ry5Cs voltage remains below the threshold of
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the shift register's serial port when a 0-bit is received, but it
exceeds the threshold when a 1-bit is received. Logic gates
are connected to the shift register's parallel output to generate
a trigger when the bit sequence is matched. The R;C; circuit
discharges after generating a trigger, and the detector returns
to the listening state. The charging constant of R;C; must
be large enough to avoid switching OFF the receiver during
WAuUS detection, and the discharging constant must be small
enough to reconnect the receiver after the charging task is
completed.

D. Operation in the Charging Sate

The address detector is configured to shut down the PWD
and the bit correlator during charging operations. Upon
charging, the voltage on RyC, exceeds the threshold of the
RX/harvesting switch configured on the negative input of com-
parator C3. The switch is athreshold detector configured with
negative logic. It disconnects power from the auto-power off
circuit when the threshold is exceeded. Therefore, the address
detector maintains minimal active components, the data slicer
and the RX/harvesting switch during charging. The threshold
of RX/harvesting switch is configured such that the switch
does not disconnect during WuS reception. The RyCy circuit
discharges after the transmitter completes the charging oper-
ation, alowing the address detector to return to the listening
State.

IV. EXPERIMENTAL RESULTS

The harvester must maintain passive operation, while the
power consumption of the wakeup circuitry must be a few
orders less than the |oT device. In addition, the stored energy
should be adequate to power the 0T device during one oper-
ation cycle. In [40], it was shown that a 100- F capacitor can
be used to power an ultra-low-power microcontroller.

A. Rectifier and Power Management Unit

The fabricated rectifier is characterized by an efficiency of
58% at an input power of 0 dBm and maintains flat efficiency
around 50% for a frequency range of 2.3-2.5 GHz [41]. The
PMU is realized in a BQ25570 from Texas Instruments [42],
which supports maximum power point tracking (MPPT) and
can initiate charging from an input voltage level as low as
700 mV. The PMU circuit is described in detail, and the exper-
imental results are provided in [9]. The rectifier and PMU do
not require an active biasing source to operate, thus keeping
the harvesting part entirely passive.

B. Current Consumption, Sensitivity, and Data Rate

The address detector is fabricated on an FR4 substrate, and
it is shown in Fig. 10. The prototype operates at a bias voltage
of 26 V and is powered through a single LIR2032 battery.
Our previous work [9] demonstrated that the address detec-
tor circuit is characterized by a sengitivity of 40 dBm when
combined with the rectifier designed and implemented in [41].
In [9], we show that the combination achieves a wakeup dis-
tance of 27.5 m at a transmit power of 15.4 dBm. In this
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work, we extend the addressing range by adding a PWM
demodulator and introduce multiple power operating modes.
In addition, we introduce the ability to shutdown the address
detector during charging.

The designed multi-power state system leads to a signif-
icant reduction in the circuit’s current consumption. Fig. 11
demonstrates the distribution of the maximum current con-
sumption of Imax = 13.725 A realized during the processing
bit sequence state where all units are activated. The bit correla-
tor contributes to 76.3% of I hax. Therefore, shutting down the
bit correlator offers mgjor power savings. The current con-
sumption is reduced to 225 nA during the listening state.
This value amounts to a decrease of 98% from the process-
ing bit sequence state. Furthermore, implementing a coded
preamble enhances noise immunity by avoiding the activa-
tion of the bit correlator component whenever the input signal
level exceeds the circuit’'s minimum threshold. The circuit
switches to the processing preamble state with a moderate
current consumption, amounting to less than 25% of Iy to
detect the input pulse width instead of immediately activating
the bit correlator. All reported current consumption values are
taken at room temperature, which was almost constant, as the
variation of temperature can significantly impact the overall
current consumption. Because our design relies on a passive
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Fig. 12. PWD Operation. The pulse width detection is performed by varying
the values of R7Cq and R11C4. The D-latches have a threshold of 1.2 V at a
bias voltage of 2.6 V.

RF front end, the baseband contributes the most to overall cur-
rent consumption. The baseband’s current consumption can be
significantly reduced in a fully integrated CMOS implemen-
tation [12], [18], which is beyond the scope and objectives of
this work.

The data dicer introduces a limit on the address detec-
tor's maximum data rate due to the slow response time of
the comparator [35] to the input signa’s rise and fall. The
slow response negatively affects the integrity of the demod-
ulated preamble pulse width and bit sequence. Specifically,
the slow response time causes a widening of the data dlicer’s
output for input pulses with fast rise and fall time. The min-
imum detectable input pulse width is experimentally found
to be 200 s so the 0 and 1 bits can be modulated as a 250-
and 500- s pulses, respectively. In addition, a minimum guard
time of g» = 3ty = 1.5 ms is required to fully discharge the
R15Cs circuit, where ty;; represents the duration of the 1 bit.
Therefore, the system can achieve a maximum data rate of
[1/((0.5+ 1.5) ms)] = 500 bps.

C. Pulse Width Detection and PWM Demodulation

The PWD shown in Fig. 10(a) can be configured to detect
any desired pulse width by tuning the values of 1 = R;Cy
and > = Ry1C4. For example, we tune the PWD to detect a
preamble with a width of 100 s by setting the values as seen
in Fig. 12. When the preamble is received, the EN pins are
activated and 1 and O bits are stored in D1 and D>, respectively.
The stored bit values are delivered to the XoR gate and the
PWD generates a high edge.

Fig. 13 demonstrates passive demodulation of the PWM-
modulated bits using the RisCs circuit and clock extraction
from the received input signal. The input signal is received at
a frequency of 20 b/s. The demodulated bit values are stored
seriadly in a shift register as shown in Fig. 7 at the clock’s
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Fig. 13. PWM bit demodulation. The bit value is determined by the voltage
value recorded on Ri5Cs. The RC value is selected such that the recorded
voltage exceeds the shift register's threshold when a 1-bit is received, and
remains below it when a O-bit is received.

TABLE Il
COMPONENT VALUES OF FABRICATED PROTOTY PE
[ Component | Value |

Data slicer

Ry 1 kQ

Rio 120 Q
Auto-power off

Rs 10 kQ2

Rg 8.2 kS
PWD

R7 13.8 k2

Ri1 2.24 kQ

Rg 45 kQ

C1; C3; Cy 15 pF

Ri2; R13; Ria 100 k9
RX/harvesting switch

Ra 45 kQ

Co 15 pF

R4 100 k€2

Ry 15 kQ

R3 10 £Q
Demodulator

Ris 1 kQ

Ch 1.5 pF

Ri6 15 k)

rising edge. The parallel output of the shift register is con-
nected to reconfigurable digital gates to generate a high edge
when the correct bit pattern is received. The value of g is
large to fully discharge the voltage recorded on Ri5Cs before
demodulating a subsequent bit.

D. Multi-Power Sate Operation

Multi-power state operation is demonstrated by tuning the
address detector to the WuS with the specifications provided
in Table I11. The circuit is configured with the values shown
in Table Il to generate a trigger when that WuUS is received.

Fig. 14 exhibits the detection of the WuS and the generation
of atrigger when the preamble and the bit pattern are matched.
The bit sequence is terminated with a 0 bit because the bit cor-
relator unit [39] contains a storage register that lags one clock
cycle behind the shift register. Signal (1) in Fig. 14 shows
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Fig. 14. Address detector operation: Tuned WuS. Signals are measured in
positions (1)—5) in Fig. 7.
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Fig. 15.  Address detector operation: Erroneous preamble. Signals are
measured in positions (1)—(5) in Fig. 7.

the detector operating in the listening state before receiving a
WuS with the specifications in Table I1l. The auto-power off
circuit connects power to the PWD as seen in Signal (2) and
the detector moves to the processing preamble state. Signal (3)
shows connecting power to the bit correlator after the pream-
ble is fully received, at the start of g;. In the processing bit
seguence state, the bit pattern is correlated and atrigger is gen-
erated when this bit sequence is matched, as seen in Signal
(4). The detector returns to the listening state after generating
a trigger. The R;C; circuit discharges and power is discon-
nected from the PWD and the bit correlator. Signal (5) shows
the output of the RX/harvesting switch. It can be seen that the
output remains high, indicating that the auto-power off circuit
is powered.

The address detector moves to the processing preamble state
and then goes back to listening state if the preamble is not
matched. This is shown in Fig. 15 where a preamble with
a larger width (400 ms) is received. The address detector
switches to the processing preamble state as the previous case
in Fig. 14. However, since the preamble width is not matched,
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[ Component | Value |
Preamble 300 ms
Guard time g1 300 ms
Guard time go 40 ms
1-bit 10 ms
0-bit 3 ms
1111
—
[ |
DL!s‘ening > Va1V (1 )
n Preamble 00 - 0 100 *\:["-‘;)Jﬂmgl, 300 400
Sequence 07007070 ¢
O (o] o
E@ [% ] Charging 2 1A Zoo Zo" ZO‘
= P e 1)
> > o
v B % %% %%
=z &% 0% % )
:W ooo ooO o°0 oo‘
o ::; ooo EA 000 &
OB o o° o
= 00501y 3
M &, 5, 0% &, ( )
ooo OOO oo0 oo(
Oc,o Oo %% Ly
OO OO

Output

Rx\
OOOOD

)

3500

o o
00 2000 2500 3000

=Y
93
(=3
(=]

Harvester (Correlator)
[¢]
wn[0%0°0P0°%0%0%0°0°%0
. o [¢]
]
oPlo®
o)
oPlo®

Fig. 16. Address detector operation: Erroneous bit sequence. Signals are
measured in positions (1)—5) in Fig. 7.
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Fig. 17. Address detector operation: Continuous charging signal. Signals are
measured in positions (1)—5) in Fig. 7.

no control signal is generated by the PWD to power the bit
correlator, and the address detector moves back to the listening
state. On the other hand, Fig. 16 exhibits receiving a WuS that
begins with the correct preamble followed by an erroneous bit
sequence (1111). The address detector switches from listening
to processing preamble and then to processing bit sequence,
but no trigger is generated because the bit sequence is not
matched.

The case of receiving a charging signal is shown in Fig. 17.
When the WUTx is conducting a charging task, the address
detector receives a continuous signal from the rectifier. Thefig-
ure shows receiving a continuous charging signal for a period
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Fig. 18. Charging times for different address detector configurations loading
the storage capacitor. The detector powers the minimal components (data slicer
and RX/harvesting switch) and achieves faster charging at lower levels. (a)—€)
Charging times with decreasing input power in 2 dBm increments.

of 6 s. The charging signal isfirst treated by the address detec-
tor as a WuS, in the same way as the previous figures. When
the voltage exceeds the threshold of the RX/harvesting switch,
its output turns low and disconnects power from the auto-
power off timer. The detector moves to the charging state and
remainsin that state as long as the R,C, voltage remains above
the threshold.

E. Combined Address Detector and Harvester

In this section, the baseband receiver is configured to share
the energy harvesting storage energy element with the loT
device. We demonstrate that powering OFF the address detec-
tor while charging alows the system to charge the energy
storage element faster and from lower power levels at the rec-
tifier’s input. In the experimental setup, the address detector is
configured to draw current from an energy storage capacitor
connected to the output of a passive harvesting system that we
designed and tested in [9] and [41]. Additionally, the harvest-
ing system receives a continuous signal with a frequency of
2.42 GHz from a dedicated transmitter.

Fig. 18 shows the duration required to charge a chip
monolithic ceramic capacitor from Murata with a measured
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capacitance of 120 F to a voltage level of 4.5 V at dif-
ferent input power levels (Pin). Each subfigure exhibits three
attempts to charge the capacitor at different configurations of
the address detector’s circuit.

1) Default configuration with only the data slicer and

RX/harvesting switch powered ON during charging.

2) PWD powered ON during charging.

3) Bit correlator powered ON during charging.

At the highest input power level (Pin = 0 dBm), the
three configurations achieve similar charging times, with
the default configuration narrowly leading the other two
configurations. However, the difference in charging times
increases for lower input power levels. For example, at
Pin = 4 dBm, the capacitor can be charged in 55 s for
the default configuration, but requires 62 and 95 s to reach
the same level for the other two configurations. When Pjj
is decreased to 6 dBm, the capacitor's voltage does not
reach the maximum value if the bit correlator is powered
ON. Furthermore, the capacitor charges to the highest voltage
a P, = 8 dBm in the default configuration. Its volt-
age reaches 2.7 V after 100 s of charging, when compared
to 2.3 and 1.5 V for the second and third configurations,
respectively.

The capacitor's measured load-free, self-discharge rate is
48 s for discharging from 4.5 to 3.5 V after the input power
is removed. The capacitor self-discharge can be minimized by
eliminating fabrication imperfections. In addition, the capaci-
tor discharges into the measurement equipment that is used to
record the voltage.

V. ANALYSIS AND DISCUSSION
A. Average Current Consumption in Noise-Free Environment

In this section, we show that the introduction of multiple
power states reduces the detector’s current consumption when
compared to conventional detectors. We consider the detector
to operate in the active state during the period of process-
ing a WuS, i.e., when the detector is operating either in the
processing preamble or processing bit sequence state. To high-
light the power savings achieved by the proposed design,
we consider operation in a wakeup scenario and a combined
scenario composed of wakeup followed by charging and com-
pare the active state current consumption with a conventional
receiver.

1) Current Consumption in the Wakeup Scenario: We
define the active state current consumption as the current
consumed during the processing of one WuS using

t
¢ Ip + = Is (1)
WuS twus

where t; and ts represent the time spent in the processing
preamble and processing bit sequence states, respectively. In
addition, tp is equal to the preamble width and twys is the
period of the WuUS. twys can be calculated as

tws=t+ts=th+ag+(tht) +((n 1eg) (2

where g1 and g are the guard times, ty;; is the period of one
PWM-modulated bit (assuming the case of an all-one address),
and n is the number of bits in the bit sequence.

| active = t
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Fig. 19. Average active current consumption of the proposed detector for
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Fig. 20. Address detector's combined current consumption in operation
scenarios involving wakeup and charging. Different plots are shown for a
variety of WuS and charging signal characteristics. (a) Proposed architecture.
(b) No RX/harvesting switching (PWD remains ON during charging).

Introducing two operating states within the period of the
WAUS reduces the value of lgtive When compared to a two-
state detector with a constant active state current | active = ls, @S
shown in Fig. 19(a) and (b). For a constant hit rate, the current
issmaller for larger preamble sizes because the detector spends
a larger fraction of tyys in the processing preamble state. On
the other hand, the current increases with slower bit rates with
a constant preamble width.

2) Current Consumption in the Combined Scenario: We
consider a scenario where the system receives one WuS fol-
lowed by one charging signal. We define lcompineg as the
address detector’s average current during a period of one WuS
followed by one charging operation. The combined current
consumption can be found by considering the fraction of time
spent in the charging state (t;) and the combined charging and
wakeup WuS period tative = twus +1tc = tp+ts+tc in (1). We
compare the system’s combined current consumption with that
of a circuit configuration where the PWD remains powered
ON during charging operations. This scenario occurs if the
RX/harvesting switch is removed from the proposed system
(see Fig. 6).

The combined current decreases for longer charging periods
because the detector spends most of the time in the charg-
ing state, as shown in Fig. 20(a). The proposed architecture
significantly reduces the circuit's combined average consump-
tion. For example, lcompined remains under 0.5 A for a WuS
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Fig. 21. Current consumption of the proposed architecture versus a two-state
configuration in a noisy environment.

preamble width of 200 ms followed by a charging signal that
lasts for 30 s.

B. Average Current Consumption in Noisy Environment

To highlight the enhanced noise immunity, we consider the
average current consumption of the proposed architecture in a
noisy environment and compare it to that of a two-state detec-
tor configuration operating under the same noise conditions.
The average current consumption in a noisy environment can
be found using (3) and (4) for the two-state and multistate
configurations, respectively

Indise = Di* 1+ (1 PFthreshold) + Ds* s

+ D ¢ Is* PFthreshold ©)
Indise = Di*li* (1 PFitresnold)

+ Dielj* 1 PFhreshold * PFpreamble

+ Dpelp* 1 PFpeanble +Ds*ls

+De |p * PFthreshoid * 1 I:)Fpreamble

+ D * s PFthreshold * PFpreamble

+ Dp*ls* PFpreamble @)

where Dy, Dp, and Ds represent the fraction of time spent in the
listening, processing preamble, and processing bit sequence
states, respectively. I, Ip, and I are the current consumption in
each state. PFinreshold IS the probability of noise level exceed-
ing the system’s threshold and PFpreamnle is the probability of
false detection of noise as a preamble.

Fig. 21 shows a comparison between the consumption of
the two configurations when operating under noisy conditions.
The time separating two wakeups is set to 24 h, and the WuS
is received at 500 bps with a preamble of 200 ms. At the
maximum noise level (PFiyreshold = 1), the two-state address
detector operates at the maximum current of s, while the mul-
tipower address detector remains in the processing preamble
state. Its current reaches Is only if the preamble is falsely
detected. Based on the experimental results and analytical dis-
cussion, we conclude that the coded preamble scheme leads
to three benefits. 1) preamble can be used for addressing;
2) reduced active state current consumption per WuS; and
3) enhanced noise immunity.
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TABLE IV
STATE-OF-THE-ART COMPARISON
. Current Current Current
Combined Bit Con- Con- Con-
. Harvest Modulation | Sensitivity| Clocking | Bias Preamble
Design | Tech. Freq. Rate . sump. sump. sump.
/Wake- Scheme [dBm] Source [V] Function . .
u [kbps] (listen- (active) (Charg-
P ing) [uA] | [wA] ing) [pA]
. Discrete- Extracted
This 2.42 . 3.225;
Work Compo- Yes GHz PWM -40 From 26 | 05 Addressing| 0.225 13725 1 0.15
nent Input
Discrete- . .
(22] | Compo- | No 868 1 ook 3 uC 1s | 10 | Nowse Fil- 06 35 NA
MHz tering
nent
Discrete- . .
. 915 SEE Noise Fil- 270 @ 1
[23] S;:Ppo_ Yes MHz OOK NOTE 2 uC 22 | 333 tering 0.13 MHz 0.13
Discrete-
2.4 3 AS3933
[24] Compo- No GHz OOK -52 [43] 3 1 Sync. 3.6 8 NA
nent
202- -78.5; Local 10;
[11] | CMOS No 928 | OOK e ! Vari-| > s | Sync. 16.4 © 2296 NA
-75 Osc. 200
MHz able
Extracted . .
[25] | cMOS | No 43391 pwm 307 From 15 | 8o | Noise Fil- | g 1.8 NA
MHz tering
Input
45 Local
[13] CMOS No MHz FSK -62.7 Osc. 0.7 | 200 NA 53.5 53.5 NA
780- Extracted
[44] CMOS No 950 | OOK -86 From 1 10 NA 123 123 NA
MHz Input
80 Local
[45] CMOS No MHz FSK -62 Osc. 0.7 312 NA 64.2 64.2 NA
245 Extracted
[31] CMOS No G'HZ OOK -47 From 1 200 Sync. 2.3 2.3 NA
Input
[21] | cMOS No 24 | OFpM © -72 Local 0.95| 625 | Sync 121 182 NA
GHz Osc. ’ ’ yne.
(12] | cMos | No 11351 60k 69 Local 1 04 | 03 | Na 001125 | 001125 | NA
MHz Osc.
Discrete- 8 Local
[46] Compo- No MHz PWM -97 Osc. 1.5 1.25 NA 26.66 26.66 NA
nent
24 Injection-
[47] CMOS No GHz OOK -51.5 lock 1 200 NA 50 50 NA
Discrete- 900
[48] Compo- Yes Mz | NA -17; -24 19| NA 1.8 | NA NA 15 100 Passive
nent
0.9/ Local 40/80/
[49] | CMOS Yes 24 | OOK 500 mv ! 1.8 | 160 NA Passive 20 Passive
Osc.
GHz kbps
902- FSK; OOK Injection- 8000;
[50] CMOS Yes 928 1 -78; -53 12 J 1.2 2| NA 532.5 532.5 Passive
MHz lock 100

2

L Processing preamble state; processing bit sequence. 2 Sensitivity is

not reported in dBm. The wake-up range is 1.16 m with 13 dBm transmit power.

3 Subcarrier modulation of 2.4 GHz signal emulating an OOK signal. 4 Listening mode; detection mode. > Listening mode; active mode. ¢ Value in pyW
7 At a bit rate of 80 kbps ® 180 nA for the address detector + 100 nA for the microcontroller. © OOK emulating OFDM. 10 Fully-passive mode;
battery-assisted mode. 11 Sensitivity is not reported in dBm. The maximum wake-up distance = 1.5 m. 12 Main receiver; wake-up receiver.

V1. COMPARISON WITH EXISTING WORKS

In this section, we provide a comparison between this
work and similar efforts reported in the literature as shown
in Table IV. Examples of hardware realized through dis-
crete components are found in [22]-{24]. A microcontroller
is used as a bit correlator in [22] and [23]. The design
in [22] implements a passive noise rejection preamble, and
a preamble composed of one return-to-zero (RZ) encoded
1-bit is used in [23]. On the other hand, the AS3933 [43]
correlator used in [24] offers a low active current consump-
tion of 8 A, a senditivity of 52 dBm, and a bit rate
of 1 Kb/s.

Severa reported designs combine a WuRx with energy
harvesting. For example, De Donno et al. [48] integrated an
RFID module with an RF energy harvester operating at the
900-MHz ISM band. The RFID chip is powered through the
harvested energy, and it wakes up from the listening state
when the accumulated voltage exceeds a minimum thresh-
old. An external battery can be used to extend the system’s
sengitivity from 17 to 24 dBm. Alternatively, an energy
harvester is used in [49] to power an OOK WuRXx operat-
ing at the 900-MHz and 2.4-GHz ISM bands. OOK signal
demodulation can occur when the harvester's output exceeds
1.8 V. Therefore, the system has a sensitivity of 500 mV and
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can be powered at a maximum distance of 1.5 m. In [50],
a rectifier is integrated with an FSK receiver and used as a
passive OOK demodulator, generating a wakeup message to
activate baseband signal processing. The FSK receiver remains
permanently powered ON and has a current consumption
of 5325 A.

Various designs are realized using CMOS technology to
achieve a compact size and enhanced performance. Higher
sengitivity is achieved by implementing an RF amplification
stage at the expense of higher current consumption [11], [13],
[21], [44], [45]. The method in [44] achieves the highest sen-
sitivity in this comparison. It is obtained at a constant current
consumption of 123 A and a data rate of 10 Kb/s. While
some CMOS designs achieve a higher sensitivity, it is impor-
tant to note that our approach does not include an active RF
amplification stage [11], [13], [21], [44], [49].

A current consumption in the few microamp or sub-
microamp range is reported in [12], [25], and [31]. The
design in [25] features PWM modulation and clock extraction.
The design in [31] offers clock extraction using Manchester
Coding. Wang et al. [12] achieved a current consumption of
11.25 nA and a hit rate of 0.3 Kb/s. The design includes
a passive RF amplification stage and has a sensitivity of

69 dBm.

To conclude, the current consumption is proportional to
sensitivity and bit rate. The CMOS fabrication process offers
the advantages of high sensitivity and low current consump-
tion, while the discrete component approach is inexpensive
and less complex to implement. When compared to alter-
native designs that combine wakeup and harvesting, the
method proposed herein is unique because it incorporates
addressing into the preamble. Furthermore, it avoids acti-
vating the receiver during or after charging, and reduces
current consumption by shutting down the unnecessary
components during the listening and processing preamble
states.

VIlI. CONCLUSION

In this article, we introduced an address detector for systems
employing combined RF wakeup and charging. To minimize
our architecture’s current consumption, we offer multipower
operation where the circuit continuously spins between dif-
ferent states, consuming a varying current. The circuit senses
the input received from the rectifier and determines the next
action to take (switch ON a complex bit correlator, return to
listening, or turn off the main circuitry while the device is
charging). We suggest extending the preambl€e’s role beyond
simple noise filtering by encoding a message in its vary-
ing width. The hardware shows flexibility in detecting the
coded preamble and the following PWM-modulated bit pat-
tern. It can be tuned to identify pulses with a width ranging
from a few hundred microseconds to a few milliseconds by
adjusting a variable resistor and delivers a maximum data rate
of 500 bps. The proposed detector offers a minimal current
consumption of 0.225 nA by shutting down its main compo-
nents. In addition, the multipower approach leads to reduced
current consumption, ability to charge at lower input power

IEEE INTERNET OF THINGS JOURNAL, VOL. 9, NO. 4, FEBRUARY 15, 2022

levels, faster charging times, and enhanced noise immunity.
These improvements make our approach suitable for applica
tions that rely on harvesting and wakeup to minimize power
consumption and extend battery life.
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